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5. Abstrast {Limii: 200 words)

The 8-acre American Thermostat (AT) site is a former thermostat assembly facility in
South Cairo, Greene County, New York. Surrounding land use is agricultural and light
residential. The site overlies a shallow unconsolidated aguifer and a deeper bedrock
aquifer. From 1954 to 1985, thermostats for small appliances were assembled using
machine oils, lubricants, and solvents in the process. Waste chemical sludges were
disposed of directly into drains and dumped onsite for dust control. In 1981, after
mployees were observed dumping solvents onsite, a State investigation was conducted,
which revealed a high level of VOC contamination in the ground water near the site. As
a result, in 1982 AT supplied bottled water to affected residents and installed carbon
filters on affected wells. 1In 1983, an interim consent order was signed requiring AT to
clean up the site; however, this was never implemented before plant operations ceased in
1985. A 1988 Record of Decision (ROD) provided for a permanent alternate water supply
for approximately 43 affected residents. This final ROD addresses remediation of all
remaining contaminated media at the site. The primary contaminants of concern affecting
the soil, sediment, sludge, debris, ground water, and surface water are VOCs including
KPCE and TCE: other organics; and metals including arsenic, chromium, and lead.

{See Attached Page)
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EPA/ROD/R02-90/110

American Thermostat, NY

Second Remedial Action - Final ‘ - .o

Abstract (Continued) .
The selected remedial action for this site includes excavating and treating 6,500 cubic
yards of contaminated soil using low temperature enhanced volatilization; removing 300
cubic yards of contaminated sediment from a residential pond and treating it concurrently
with the so0il; backfilling the treated soil and sediment and covering the area with clean
soil; pumping and treatment of ground water using filtration, air stripping, and

carbon adsorption, followed by reinjecting treated water onsite; decontaminating the AT
building; removing 18 waste oil drums, debris, and less than 5 cubic yards of drain
sludge from the building for offsite treatment and disposal; disposing of all treatment
residuals offsite; and conducting ground water and air monitoring. ‘The estimated present
worth cost for this remedial action is $26,102,200, which includes an annual O¢M cost of
$1,304,300 for 30 years.

RERFORMANCE STANDARDS OR GOALS: Chemical-specific goals for soil include PCE 1.0 mg/kg
and TCE 0.4 mg/kg. Ground water chemical-specific cleanup goals include PCE 5.0 ug/l,
TCE 5.0 ug/l, arsenic 25.0 ug/l, chromium 50 ug/l, and lead 25 ug/l, all of which are
state MCLs.
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Docln.ra't:l.on for the Record of Decision

Site Name and Location

Arnerican Thermostat site, South Cairo, Greeﬁe County, New York

Statement of Basis and Purpose

This decision document presents the selected remedial action for the
American Thermostat site, located in South Cairo, Greene County, New
York, which was chosen in accordance with the requirements of the
Comprehensive Environmental Response, Compensation, and Liability
Act of 1980 (CERCLA), as amended by the Superfund Amendments and

~~rization Act of 1986 (SARA) and, to the extent practicable,
the National 0il and Hazardous Substances Pollution Contingency Plan
(NCP). This decision document explains the factual and legal basis
for selecting the remedy for this site.

The New York State Department of Environmental Conservation (NYSDEC)
concurs with the selected remedy. The information supporting this
remedial action decision is contained in the administrative record
for this site. :

Assesspent of the Site

Actual or threatened releases of hazardous substances from this
site, if not addressed by implementing the response action selected
in this Record of Decision (ROD), may present an imminent and
substantial threat to public health, welfare, or the environment.

DReacription of the Selacted Remedy

This operable unit is the second of two operable units for the
site. The first operable unit involved the establishment of an
alternate water supply for the residences affected and potentially
affected by the groundwater contamination at the site. This final
operable unit addresses the source of the soil and groundwater
contamination at the site, the contamination inside the building
standing at the site, as well as the contamination in the
groundwater in the entire contaminated plume emanating from the
site. This action addresses the principal threats remaining at the
site by treating the most highly contaminated soil and waste
materials, by decontaminating the building at the site, and by
treating the contaminated groundwater in the plume emanating from
the site. Treatment residuals will be disposed of off-site and
treated soils that will be redeposited on-site will contain
contaminants well below health-based levels, so that the site will
not require any long-term management. Treatment of the groundwater
will require a comprehensive management and maintenance program to
ensure the effectiveness of the treatment and reinjection system
throughout the treatment period which is estimated at 30 years.



The major components of the selected remedy include the
following: .

-~ Excavation and treatment, via on-site low temperature

enhanced volatilization, of approximately 7,000 cubic yards~

of contaminated soil;

~ Placement of the treated soils into the excavated areas;

- Extraction and treatment, via air-stripping and carbon
adsorption, of the groundwater in the contaminated plume
emanating from the site and reinjection to recharge the

- treated water into the ground. The combined volume of the
contaminated groundwater in the bedrock and shallow aguifers
is estimated to be 16,000,000 gallons:

- Decontamination of the on-site building via vacuuming,
dusting and wiping of the contaminated surfaces and off-
site treatment/disposal of the collected hazardous dust; .
removal and off-site treatment/disposal of 18 waste oil
drums contaminated with hazardous materials stored in the
building:; and, removal and off-site treatment/disposal of
sludges from drain pits inside the building; and

*

- Disposal of the treatment residuals at an off-site Resource

Conservation and Recovery Act (RCRA) hazardous waste
facility.

The selected remedy is protective of human health and the
environment, complies with federal and state requirements that are
legally applicable or relevant and appropriate to the remedial
action, and is cost-effective. This remedy utilizes permanent
solutions and alternative treatment (or resource recovery)
technologies to the maximum extent practicable, and it satisfies the
statutory preference for remedies that employ treatment that reduce
toxicity, mobility, or volume as their principal element.

g
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Name: . American Thermostat

Location: South Cairo, Greenme County, N.Y.

HRS Score:

.NPL Rank:

ROD

Date signed: 6/29/90

Remedy: Lov Temperature Enhanced Volatilization (SOIL)

Pumping,Air Stripping,Carbon Msorption.lleinjcctioﬁ (Gw)

Capital Cost:
P $ 6,052,500

O & M/Year: $ 1,304,300
Present Worth Cost: $ 26,102,200
LEAD

EPA Remedial
Primary contact: Christos Tsiamis (212) 264~5713

Secondary contact: Joel Singerian (212) 264-1132

Main PRPs: Harry Moskowitz (ex-president,AT Corp.)
AMRO Realty Corp. roperty owner
PRP Contact: 'y Corp. (property )

WASTE

Type: Volatile Organics

Mediun: Soil,groundwater,surface-water,building.

Origin: Dumping of Volatile Organics during p]_.ant operations
Est. quantity: Contaminated soil: 6,500 cubic yards

Contaminated groundwater: 16,000,000 gallons
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S1ITE NAME. LOCATION, AND DESCRIPTION - .

The American Thermostat (AT) site is located in a rural residential
area in the hamlet of South Cairoc, the Town of Catskill, Green
County, New York. The AT site is approximately 30 miles southwest
of Albany, New York and 5 miles west of the Village of Catskill, New

York.

The AT site, approximately 8 acres in area, is bordered on the north
and south by Route 23 B and Route 23, respectively (see figure 1).
A residential property (formerly Rath, now Hook) borders the site
on the west and a property owned by the State of New York borders
the .site on the east. The site is not fenced. Access to the AT
site is from Route 23 B. :

A detailed site plan depicting existing AT site features is shown

. .g=<@ 1. As shown, the existing structure includes the former
plant building, approximately 66,630 square feet in area. Addition-
al structures include a pumphouse, located to the south of the plant
and utility construction material storage sheds, located to the
northeast and immediately west of the plant. The two structures
shown within the vicinity of the pumphouse are temporary wooden
sheds constructed to house air stripping equipment. The air
stripping units were installed by the Environmental Protection
Agency (EPA) as part of an ongoing emergency remedial response
action initiated at the AT site in 1985.

Subsurface structures include three underground sanitary waste
disposal systems, two coolant water disposal discharge lines and a
roof drain. All known subsurface structures are shown in Figure 2.
The area within the AT site vicinity is rural-residential in
character. The surrounding area is sparsely developed by residences
and vacation homes. The remaining tracts of land are vacant or are
utilized for agricultural purposes. The American Thermostat
Corporation is the only manufacturing property in the area. 1In
addition, there are several small businesses, including restaurants
and motels within the immediate site vicinity. All of the resi-
dences and businesses within the immediate vicinity of the AT site
rely on groundwater for water supply.

South Cairo is primarily a residential community with approximately
5,500 people residing within a 3-mile .radius of the site. It is
estimated that approximately 250 persons reside within the immediate
site vicinity. The population is primarily composed of elderly and
retired persons who occupy their residences year round. Several
residences within the immediate site vicinity are maintained as
vacation homes and are occupied only during the summer months.

The topography within the vicinity of the AT site may be charac-
terized as gently rolling foothills of the Catskill Mountains which
are deeply incised by stream channels. The AT site is located on
a slight ridge overlooking the Catskill Creek Valley. On-site
ground surface elevations are relatively uniform but fall quickly
to the Catskill Creek to the north and to two small tributaries on
the east and west. Surface drainage follows the ground surface

(6N
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elevation with drainage from the site to the east, west and north.
Catskill Creek, -located within a quarter mile north of the site, is
classified as a trout stream and therefore has considerable
recreation value. Catskill Creek is also an auxiliary water supply
for the Village of Catskill. : . '

S11IE HRISTORY

From 1954 to 1985, the primary activity at the site was the assembly
of thermostats for small appliances. In the plant operations, a
series of chemicals including machine oils, lubricants and organic
solvents such as tetrachloroethene (PCE) and trichloroethene (TCE)
were used within the manufacturing process to operate and clean the
plant machinery. During the 1960s and 1970s, waste PCE and TCE
sludges were poured down drains inside the building septic systems
and dumped outside on the plant ground for dust control. In March
1981, two AT employees were observed dumping solvents on plant
property. This led to investigations into the company's waste
handling practices by NYSDEC and the New York State Attorney
General's Office. :

During April and May 1981, water samples were collected from several
residential wells in the vicinity of the AT site by the New York
State Department of Health (NYSDOH). Analysis of the water samples
indicated the presence of TCE and PCE in five wells. The affected
residents were advised by NYSDOH not to use their water for cooking
or drinking purposes. Several law suits were filed by the plant's
neighbors in late 1981.

Because of high levels of PCE in several nearby wells, AT began
supplying bottled water to local residents in April 1982. By
November 1982, AT had installed carbon filters on its own well and
the five affected wells. The nearest neighbors, the Raths, were
connected to AT's water systen.

In February 1983, New York State entered into an interim consent
order with AT and Amro Realty Corporation (property owner) in which
the companies agreed to clean up the site and its surroundings, to
supply bottled water to the five affected residences for cooking and
drinking purposes and to install, monitor and maintain carbon filter
systems for these residences. The order also stipulated that two
groups of bordering private wells had to be monitored to determine
whether any contamination had spread beyond the original affected
area.

In May 1985, AT ceased operations. Since June 1985, EPA and the
State of New York have been sampling wells in the area and have been
monitoring and maintaining the previously installed carbon filtra-
tion units. In addition, EPA installed two new carbons units on
contaminated private wells and installed air stripping systems o
two highly contaminated wells. :

In April 1986, NYSDEC requested that EPA assume the responsibility
for the operation and maintenance costs of the carbon filters that

2
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had been previously installed. EPA has also installed and operated
airlift stripping’ systems at two existing wells. The stripping
systems have treated, to date, over 7 million gallons of contami-
nated groundwater. PCE concentrations have been reduced, in the
Rath well, from a high of 131,000 to 25,000 parts per billion (ppb)
and, in the AT well, from 3,200 to 400 ppb. :

A Focused Feasibility Study (FFS) for Alternate Water Supply wvas
issued in November 1987 as the first operable unit for the AT site.
The purpose of the FFS was to develop, screen and evaluate various
alternatives for an alternate water supply system for the
affected area and potentially affected residences at the AT site.

In January 1988, a Record of Decision (ROD) was signed, selecting
the extension of the Village of Catskill's water supply to the
zffected and potentially affected residences. )

Following the signing of the ROD, the Village of Catskill questioned
the ability of its water system to handle the additional demand
associated with adding the affected and potentially affected
residences to the system. In response, EPA prepared a technical
assessment of the Village of Catskill's water supply system. The

assessment, which was finalized in June 1988, indicated that the -

Village's water supply had sufficient capacity to accommodate the
demand associated with including the affected and potentially
affected residences. Further work on the alternate water supply
selected in the ROD was suspended while negotiations between EPA
and the Village of Catskill continued. Recent meetings, from
February to May 1990, between EPA, NYSDEC, NYSDOH, and the Town and
the Village of Catskill have resulted in the resolution of the major
issues regarding the alternate water supply. As a result, EPA
intends to initiate the design of the alternate water supply this
summer.

In January 1988, EPA initiated a remedial investigation and
feasibility study (RI/FS) to determine the nature and extent of
the contamination at and emanating from the AT site, and to evaluate
remedial alternatives.

ENFORCEMENT ACTIVITIES

Four potentially responsible parties (PRPs) have been identified in
connection with the AT site: Amro; AT; Mr. Harry Moskowitz and Mr.
David Moskowitz. Amro is the owner of the property on which the AT
facility is located. AT was the company which operated the
manufacturing facility at the site. Harry Moskowitz was the
president of the now bankrupt AT; he is also the president of Amro.
David Moskowitz is the president of AT, and was formerly the vice
president and executive vice president of AT.

EPA filed a proof of claim on December 12, 1986, in the bankruptcy
proceeding of AT, seeking recovery of costs incurred at the site.
In addition, on October 30, 1987, the United States commenced a
civil action against Amro, Harry Moskowitz and David Moskowitz

3
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pursuant to Section 107 of CERCLA for recovery of EPA's costs at
the site. EPA has also sent several notice letters to the PRPs
offering them the opportunity to agree to conduct or finance various.
response actions at the site. To date, none of the PRPs have
offered to undertake or finance such activities. - .

HIGHLIGRTS OF COMMUNITY PARTICIPATION

The RI/FS Report and the Proposed Plan for the AT site were released
to the public for comment on May 11, 1990. These two documents were
made available to the public in both the administrative record and
an information repository maintained at the EPA Docket Room in
Region II, and at the Town of Catskill Offices, Cairo Town Hall,
Village of Catskill offices and at the New York State Department of
Environmental Conservation in Albany, New York.. A public comment
veriod on these documents was held from May 11, 1990 to June 11,
+390. In addition, a public meeting was held on May 23, 1990. At
this meeting, representatives from EPA, NYSDEC and NYSDOH answered
questions about problems at the site and the remedial alternatives
under consideration. Responses to the comments received during the
public comment period are included in the Responsiveness Summary,
which is part of this ROD. .

SCOPE AND ROLE OF RESPONOE ACTION
EPA has organized the work into two operable units (OUs):

- OU One: Alternate water supply

- QU Two: Contamination in soil, sediments,
groundwater, surface water and building.

EPA has already selected a remedy for OU one (January 7, 1988, ROD).
Since the contaminated groundwater is a principal threat to the
residents in the vicinity of the site because of the direct
ingestion of drinking water from wells that contain contaminants
above health-based levels and because of the anticipated length of
groundwater remediation, an alternate source of clean water has to
be provided to the area residents. That remedy consists of the
extension of an existing nearby water supply system (Village of
Catskill water supply) to the affected and potentially affected
residences in the vicinity of the site. Appruxiwately 43 residances
would be served by the alternate water supply. Implementation of
this remedy has been delayed due to on-going negotiations with the
owner of the water supply. Several meetings, from February to May
1990, between EPA, NYSDEC, NYSDOH and the Town and the Village of
Catskill have resulted in the resclution of the major issues
regarding the alternate water supply. The Town and the Village of
Catskill passed resolutions on May 1 and May 8, 1990, respectively,
agreeing in principal to implement the remsdy. The design of the
alternate water supply is anticipated to begin in the summer of
1990.

This ROD sets forth the following remedy for the second OU:
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1. )
site. This area of the site poses the principal threat to human
health and the environment because of the risks from possible
ingestion or dermal contact with the soils. Also, the treatment of
soils to remove the mobile volatile organic contamination will
result in the elimination of a long-term source of contamination of
the groundwater, that is a source of drinking water for the local
residents. Cleanup of the soils will also mitigate the risks to
public health and the environment associated with the migration of
the soil contaminants off-site via surface water run-off.

2.
. The contaminated groundwater poses a principal threat to

human health and the environment because of ingestion of drinking

water from contaminated wells in the area. Extraction and treatment
of the contaminated groundwater will contain the migration of the
contaminated plume and in time will achieve federal and state
groundwater quality standards for the volatile organic contaminants
by providing the required contaminant removal during treatment
utilizing air stripping and carbon adsorption.

3. -
. The pond water will be treated

along with the contaminated groundwater to meet federal and state
standards.

4. - -y - -1® B & L= - e} 1= 1
i i j . These sediments will
be treated along with the contaminated soils on-site.

5. The contamination in the AT building. So that the building
can be utilized in the future, hazardous dust will be removed from
contaminated surfaces and all hazardous waste materials stored in
drums and drainage pits in the building will be transported off-
site, treated and disposed.

The purpose of this response is to prevent current or future
exposure to the contaminated soils, sediments and surface water, to
ensure protection of the groundwater and surface water from the
continued release of contaminants from soil, to decontaminate the
AT building for future use and to restore the groundwater to levels
consistent with state and federal water quality standards. This
will be the final response action for this site.

SUMMARY OF SITE CHARACIERISTICS

The AT facility was constructed by the AT Corporation for the
assembly of thermostats for small appliances. Site development
began in 1954 and the plant was in continuous operation until its
closure in 198S.

During plant operations, a series of chemicals were used within the

S
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manufacturing process to operate and clean the plant machinery. The
chenicals known to be used were machine oils, lubricants and organic
solvents including TCE and PCE. .

buring the 1960s and 1970s, waste TCE and PCE sludges were poured
down the drains inside the building and dumped outside on the plant
grounds for dust control. The drains were connected to the septic
systems, shown in Figure 2, which discharged directly to a tributary
of Catskill Creek.

The primary contaminants of concern (including volatile organic
compounds used as solvents and degreasers for parts and equipment
in the thermostat assembly process) are associated with the previous
assembly process and waste handling practices at the AT site.

Therefore, these activities are believed to - be the source of
c?ntamination of the soil, surface water and groundwater at the
site. T :

8oil

The soils investigation included the analysis of 22 surface soil
samples obtained from the AT plant grounds and the adjoining
residential property. An analytical summary is presented in Table
1.

Based on the analytical results, the extent of surface soil
contamination is limited to on-site locations coincident with the
reported dump area in the southwestern corner of the site property
as shown in Figure 3. 1In addition to the surface soil samples, 22
subsurface so0il samples were obtained from building foundation
borings completed beneath the AT plant structure and from unconsoli-
dated monitoring wells installed on the AT site and within the
project study area. These locations are shown on Figures 3 and 4.
An analytical summary is presented in Tables 2 through 4.

Volatile organics (TCE, PCE, 1,2-DCE and vinyl chloride) constituted
the primary contaminants. Low levels of base/neutral extractables
polynucleararomatic hydrocarbons (PAHs), pesticides, PCBs and toxic
metals (lead and cadmium,) were also detected in the soil samples
obtained from beneath the existing structure. The extent of soil
contamination beneath the AT plant structure is limited to the
southern portion of the building, corresponding to boring BF-04, as
shown in Figure 3. Volatile organic, base/neutral extractable and
toxic metal compounds were detected in the subsurface soil samples
obtained from on-site well boring locations. Volatile organic and
toxic metal compounds were detected in the subsurface soil samples
obtained from the adjacent properties. PAH, pesticides and PCB
compounds were not detected in any well boring samples. The nature
and extent of surface soil contamination is directly attributed to
the waste handling practices utilized at the AT facility except with
respect to metal compounds which are attributed to. background

- levels.



The extent of subsuiface soil contamination is primarily limited to
the southern portion of the site, coincident with the surface
contamination and reported dump area. The extent of contaminated
surface and subsurface soils in this area is estimated at 26,000
square feet to a depth of 7 feet (approximately 6,740 cubic yards)
as shown in Figure 3. In this area, the detected PCE concentration
in the s0il exceeds 1.0 milligrams per kilogram (mg/kg). This area
is considered to be the primary site source for contaminant
migration into both surface water and groundwater.

groundwater

Groundwvater samples were obtained from both the unconsolidated and
bedrock aquifers. The findings of the groundwater investigation
‘=4:~mte that both aquifers are contaminated mainly with volatile
vrganic compounds. The well locations and the extent of the
volatile organic contamination of the unconsolidated and bedrock
aquifers are shown in Figures 5 and 6, respectively. Analytical
summaries are presented in Tables 5 and 6. A total of eight samples
were cobtained from the unconsolidated agquifer and 33 samples were
obtained from the bedrock agquifer, which included samples from the
bedrock monitoring wells and from residential wells, designated as
R-X in the figures and tables.

Within the bedrock aguifer, the extent of contamination is con-
trolled by groundwater flow through the fractured bedrock. The
volatile organic contamination within the bedrock aquifer is
significant with respect to federal and state maximum contaminant
levels (MCLs). The volatile organic contamination plume extends
approximately 53 acres from the AT site with unknown depth, in a
general northwesterly direction as shown in Figure 6. The maximum
detected bedrock PCE concentration of 31,000 micrograms per liter
(ug/1) was found in a residential well (R-14) adjacent to the site.

In the case of the unconsolidated aquifer, the contaminant plume
extends approximately 26 acres in a general northwesterly direction,
as shown in Figure 5. Within the contaminant plume, the entire
unconsolidated aquifer (average 50-foot depth), is contaminated with
PCE exceeding 5 ug/l (MCL). The volume of the contaminated plume
in the unconsolidated aquifer is estimated at 1.72 x 10° gallons.
The maximum detected PCE concentration in the unconsolidated aquifer
of 24,000 ug/l was found in. the on-site well established at BF-04.

The volatile organic compounds detected in the groundwater sample
analyses are attributed to the former waste handling practices at
the AT facility. As with the soil media investigated, the presence
of toxic metal compounds in the groundwater is attributed to natural
background levels. Elevated levels of toxic metal compounds were
detected in the bedrock aquifer at the residential well (location
R-14) adjacent to the site, as shown in Table 5. This anomaly in
the data cannot be explained based on the current available data.
It is possible that a suspension of fine particles from the soil
into the water sample occurred during the purging of the well, and

7
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metals from the s0il entered the liquid phase during preparation of
the samples for analysis. Supplemental soil sampling around the old
leaching cesspool area during the remedial design phase will be
performed to define the source of heavy metals contamination.

Surface Water and Sediment

Surface water samples were analyzed from both on-site and off-site
locations (Figure 7). All of the on-site surface wvater samples
obtained were contaminated with volatile organics (TCE, PCE and },2-
DCE). These sample locations include the swale south of the AT
plant (SW-8), the leach field discharge pipe south of the AT plant
(SW~26), the leach field drain pit east of the plant (SW-30), the
leach field overflow east of the AT plant (SW-29) and the abandoned
~oolant water discharge swale (SW-28). The maximum total volatile
organic concentrations (VO¢) were detected in on-site samples
obtained at location SW-8 ( = 48,800 ppb) and SW-26 (VOC = 1,700
PpPb) as shown on Figure 7.

Off-site, the surface water was contaminated with volatile organic
(TCE, PCE and 1,2-DCE) and toxic metal compounds including zinc,
chromium and lead. The toxic metal compounds are attributed to
background levels derived from area soils. Volatile organic
contamination was found in both upgradient and downgradient surface
water samples obtained in Tributaries A (SW-18 and SW-6) and B (SW-
19 and SW-7) and in the pond in the residential property adjacent
to the site (SW-20, SE-21). Volatile organic contamination was not
detected in the Catskill Creek (SW-2, SW-3 and SW-5) or in springs
flowing from the subsurface downgradient from the site (SW-24, SW-
25). '

Base/neutral extractable compounds, primarily phthalates, were
detected in only one surface water sample obtained from a leach
field overflow east of the site (sw-27). The leach field is
operated by the National Guard armory located southeast of the site,
and the leach field overflow discharges directly into Tributary A.
The concentrations of these detected compounds are not considered
hazardous based on the risk assessment. :

Volatile organic compounds were detected in the sediment samples
obtained from upgradient and downgradient locations in Tributary B
(SW-7 VOC = 20 ppb and SW-2 VOC = 91 ppb) and from the downgradient
location in Tributary A (SD-3 VOC = 70 ppb). Volatile organic
contamination was detected in the sediment sample ocbtained from the
pond location adjacent to the site (SD-8 VOC = 600 ppb).

Surface water and sediment analytical summaries are presented in
Tables 7 through 9. Based on the above sample analytical results,
significant surface water and sediment volatile organic contamina-
tion is limited to the stretch of Tributary B from the site to Route
23B and to the Rath pond adjacent to the site. The volume of water
in the Rath pond is estimated at approximately 10,000 gallons.



Ruilding
The buildinq investigation included the analysis of eight samples
obtained from building surfaces, five sludge samples obtained from
interior building drain pits and eight waste liquid samples obtained
from the existing 55-gallons drums stored inside the building.
Sample locations are shown in Figure 8.

The building floor surfaces, totaling 66,630 square feet, were
contaminated with 9 base/neutral extractable compounds, two
pesticides, cne PCB compound and toxic metals. The 8 dust wipe
samples represent data which indicated that the compounds were
present, although the precise amounts of the compounds present were
not: determined. The base/neutral extractable conmpounds detected
include phenol, benzoic acid, dimethyl phthalate, diethylphthalate,
di-n-butyl-phthalate, fluroanthrene, butyl benzylphthalate, bis (2~
ethyl-hexyl) phthalate and di-n-octyl phthalate. Pesticides
detected in the dust wipe samples included 4,4'-DDT and chlorodane.
Arochlor 1245, a PCB compound, wvas detected in the dust wipe
samples. The toxic metals detected in the dust samples included
arsenic, cadmium, chromium, lead and mercury. On the basis of this
data, it is not possible to delineate specific source areas within
the building; therefore, floor decontamination would be required
throughout the building prior to any reuse of the building.

Interior building drain pit sludges were contaminated with volatile
organic compounds, including TCE, PCE and 1,2-DCE, as well as
base/neutral extractables, pesticides, polychlorinated byphenyls
(PCBs) and toxic metal compounds including arsenic, cadmium,
chromium, lead and mercury. The quantity of sludge at the AT site
is estimated to be less than 5 cubic yards, and is limited to the
3 identified dArain pits located in the existing AT plant structure.

A total of 18 55-gallon steel drums of waste generated from AT's
operations are currently stored within the AT plant (Figure 8).
The materials contained within these drums are not considered
hazardous based on federal standards, and on the New York State

Identification and Listing of Hazardous Wastes, 6 NYSDEC Part 371. .

Eight drum samples were contaminated primarily with waste oil and
grease. TCE was detected in two of the drum samples (DR-004 and
005). One base/neutral extractable and one pesticide compound were
detected in one drum sample (DR-003A). Analytical summaries of the
existing facilities sampling data for the sludge and drum samples
are presented in Tables 10 and 11l.

SUMMARY OF SITE RISKS

The baseline public health evaluation in the RI report evaluated

11 exposure pathways to define cumulative risks from carcinogenic
and noncarcinogenic chemicals detected during the AT site field
investigation. Six risk evaluation scenarios assumed current uses,
including: 1) ingestion of treated residential well water:; 2)
ingestion of untreated residential groundwater; 3) inhalation of
volatilized organics while showering (treated and untreated

9

€4



—

groundwater); 4) direct contact with on-site soils (assuming young
adult receptors); 5) inhalation of volatilized organics from on-site
surface soils (children) and 6) direct contict with on-site and’off-
site surface watef and sediments. Five scenarios were evaluated for
future risks' assuming industrial development of the AT site. These
included: 1) ingestion of on-site groundwagex; 2) ingestion of off-
site groundwater; 3) inhalation of volatilized organics- while
showering (on-site and off-site groundwater); 4) direct contact with
on-site soils (assuming adult worker receptors); and 5) inhalation
of volatilized organics from on-site surface soils (adults).
Potential risks associated with future surface water and sediment
exposures were assumed to be the same as for current use.

CONTAMINANT IDENTIFICATION

The risk assessment for the AT sgite has identified 13 contaminants

£ concern.  These include three non-carcinogenic and ten carcino-
genic compounds. These compounds or elements were selected because
of their highly toxic effects, frequency of detection, potentially
critical exposure pathways and higher concentrations present in
comparison to other contaminants. The indicator chemicals (contami-
?ants of concern) selected for each exposure pathways are summarized
n Table 12.

Seven volatile organic compounds were selected as indicator
chemicals for the groundwater pathways. TCE and PCE are the primary .
contaninants in groundwater exhibiting high concentrations and high
frequencies of detection and are known carcinogens. The remaining
VOCs were selected on the basis of their toxic effects and/or
elevated frequencies of detection. N-nitrosodiphenylamine was
selected as an indicator chemical on the basis of its elevated
frequency and the fact that it is a potential human carcinogen.
Finally, the four inorganics were selected as indicators because of
their elevated fregquencies of detection in groundwater and because
i: m;ny instances their concentrations exceeded federal and state
standards.

For surface water, three VOCs were selected as indicator chemicals
(PCE, TCE and vinyl chloride) on the basis of their high freguency
of detection and the fact that the majority of the detected
concentrations exceeded the ambient water quality criteria (AWQC)
for fish (ingestion) and drinking water.

The indicator chemicals selected for the sediments included the
three VOCs selected for surface water and one metal compound (lead).
Lead was chosen as a noncarcinogenic indicator because of its
relatively high concentrations.

10



For the surface and subsurface soils, two VOoCs (TCE, and PCE) one
semi-volatile (bis (2-ethylhexyl) phthalate) and one metal (lead).
were chosen as indicator chemicals. The VOCs were selected because
of their high concentrations, their frequency of detection and their
toxic effects. The semivolatile compound was chosen because of its
high frequency and its toxic effect. Finally, lead was chosen on
the basis of its elevated concentrations, which were above site-
specific and regional background levels.

EXPOSURE ASSESSMENT

groundwater
Results from the AT field investigation indicated that groundwater

in the vicinity of the site was heavily contaminated with PCE and

«Lz. Exposure to groundwater contaminants either through direct

ingestion or contaminant volatilization during showering are primary -

pathways of concern as all residences within one-half mile of the
site use private wells.

Baseline risks have been developed for direct ingestion of ground-
wvater and volatilization of contaminants during showering, assuming
current use of contaminated groundwater. The current use scenario
takes into account the fact that the contaminated wells are equipped
with organic contaminant reduction devices (carbon filters) that are
being monitored by EPA and NYSDOH. Only TCE and PCE were measured
during the monitoring program. Therefore, current ingestion pathway
risk calculations represent only risks associated with these two
contaminants. Because only these two organics were monitored, upper
and lower bound risks associated with each exposure pathway have
been developed, utilizing contaminant concentrations upstream and
downstream of the removal devices respectively.

Two future risk scenarios for each groundwater exposure pathway have
been developed. The first scenario applies on-site monitoring well
results to calculate best-estimate and reasonable maximum exposures.
The second future use groundwater exposure pathway uses off-site
monitoring well data to calculate upper bounds on the risk calcula-
tions (worst case scenario). Exposure assumptions for groundwater
ingestion and inhalation of volatilized contaminants during
showering are defined as follows:

[1] W H \*2
{GI)

(Adult) " (Children )

Body Weight: 70 Kilograms (kq) 35 Kg (77 1lbs]
(154 Pounds (lbs)]
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Exposure Period: 70 years _ c
Ingestion Rate: 2 liters/day .. 1 liter/day
GI Absorptiom: 100% ' 100%

[2) CQurrent and Future Use Pathway: Inhalation of Volatil
ization contaminants While Showering

Assumed receptors, body weights and exposure periods
are the same as those defined above for groundwater
ingestion. Additional assumptions include:

, Inhalation Rate: Children : 1.7 .cubic meters
. per hour (m’/hr)
' Adults : "1.3 w'/hr
Exposure Duration: 10 nin/shower
Lung Absorption: 100%

Burface ¥Watexr and Sediments

Surface water bodies in the drainage area of the AT site include
Catskill Creek and Tributaries A and B. On-site surface water
bodies are limited to drainage swale and septic system overflow
areas. Off-site, three impoundments lie within the drainage basin
of Tributary B: the Schmidt, Rath, and mueller ponds. The Rath
pond, located within 50 feet of the western site boundary, is not
currently known to be used for recreational purposes. However,
horses and geese regularly use the Schmidt pond (located in an open
field immediately west and downgradient from the Rath property) and
the Muller pond has been stocked with fish.

Assuming the potential attraction of these standing water bodies to
children, incidental ingestion and dermal contact with contaminants
detected in surface water and sediments have been eavaluated. While
the likelihood of children playing on the site is low, worst case
risks associated with surface wvater ingestion of on-site drainage
swales have been evaluated. More probable exposure pathways assume
recreational use of any of the off-site impoundments. Exposure
assumptions utilized for all surface water and sediment pathway
scenarios are summarized in Table 13.

Soils

Surface and subsurface soils at the AT site are contaminated with
TCE and PCE as & result of prior dumping activities. The site,
which is unfenced and contains a large empty manufacturing building,
is located in an area sparssly developed with residences and
vacation homes. Individuals from adjacent residences could
potentially be exposed to contaminants in surface and shallow
subsurface soils (e.g., children playing/digging on-sitc) Specitic

12



pathways of exposure include incidental ingestion and/or dermal
contact. Given potential reuse of the existing building, a future
use scenario has also been developed which assumes subsequent
industrial development of the American Thermostat property.
Specific exposure assumptions for both current (children) and future
(adult worker) pathways are defined below.

[1] current Use Pathwav: Soil Contact/Ingestion

Table 14 summarizes exposure assumptions associated with
current use direct contact exposures. Although . the
current asphalt pavement and vegetative surface cover at
the site would probably limit exposure magnitudes, the
analysis conservatively assumes that surface soils are
exposed. Average (best estimate) and upper bound as-
sumptions are defined for exposure frequencies, duratioms
and intake rates.

(2) [Future Use Pathway: Soil contact/Ingestion

Table 15 presents average and upper bound assumptions
for exposures to adult wvorkers given future industrial
development of the site. Assumed freguencies, contact
rates and receptor characteristics for dermal contact

with and incidental ingestion of surface and subsurface -

soils are summarized.
Inhalation Pathways

Given the magnitude of PCE and TCE contamination in on-site soils,
potential inhalation exposures to volatile organics released from
soils were evaluated for both current and future site uses.
Inhalation exposures to children playing/digging on-site have been
assumed concurrent with direct contact exposures defined above.
Inhalation exposures to adult workers were also evaluated, assuming
future industrial use of the site property. Best estimate and
reasonable maximum inhalation exposures were evaluated for both
current and future use pathways.

Groundwater Ingestion Exposure Contact Concentrations

Current ingestion pathway risks were evaluated for TCE and PCE only.
Minimum, median and maximum contaminant concentrations measured in
residential wells during the residential well monitoring program
(1986-1987) were used to define a range of potential risks associ-
ated with exposures to both "raw®" and treated groundwater.

Future risk calculations used contaminant levels quantified during
the field investigation. Geometric mean and maximum contaminant
concentrations were used to represent average and worst-case
exposures to both on-site and off-site groundwater. In calculating
geometric means, values reported below detectable 1levels were
assumed to be equivalent to half the detection limit value.

13
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Exposurs point coﬂéentrations assumed for groundwater ingestion; as

defined above, were used to derive contaminant concentrations in
indoor air resulting from showering. Additional assumptions
nclude: :

Volatilization rate: 100%
Bathroom Volume: 12 n
Liters used/showver: 95 liters

Resulting contaminant concentrations in air, expressed in niliigrm
per.cubic meter (mg/m’), were then used to determine chronic daily
intake rates.

Surface Water and Sediment Exposure Point cConceitrations

Due to the limited number of off-site surface water and sediment
sanple collections, contaminant exposure point concentrations
assumed for the Schmidt and Mueller ponds used the single respective
measurements. Two surface water/sediment samples were collected in
the Rath pond. The average of these two measurements is used to
calculate representative exposures; the maximum is assumed for
calculation of worst case risks. Average and worst-case concentra-’

tions assumed for on-site surface water exposures are median and
maximum reported contaminant concentrations, respectively.

Soil Ingestion/Dermal Contact Exposurs Point Concentrations

Contact concentrations for both current and future use direct
contact pathways are the contaminant-specific geometric =mean
concentrations reported for on-site surface soil samples.

Inhalation Exposure Point Concentrations

For those pathways that involved on-site inhalation of wvapors,
contaminant release and transport models were reguired to estimate
average and peak release rates of TCE and PCE from surface soils
using representative (geometric mean) and maximum surface soil
zoncentrations. Associated models and calculations are summarized
n Table 16.

Cancer potency factors (CPFs) have been developed by EPA's Carcino-
genic Assessment Group for estimating excess lifetime cancer risks
associated with exposure to potentially carcinogcnic chenicals.
CPFs, which are expressed in units of (mg/kg-day)”, are multiplied
by the estimated intake of a potential carcinogen, in mg/kg-day, to
provide an upper-bound estimate of the excess lifetime cancer risk
associated with exposure at that intake level. The term “upper
bound" reflects the conservative estimate of the risks calculated
from the CPF. Use of this approach makes underestimation of the
actual cancer risk highly unlikely. Cancer potency factors are
derived from the results of human epidemiological studies or chronic

14



* animal bioassays to which animal-to-human extrapolation and
uncertainty factors have been applied. - _ .

Reference doses (RfDs) have been developed by EPA for indicating.
the potential for adverse health effects from exposure to chemicals
exhibiting noncarcinogenic effects. RfDs, which are expressed in
units of mg/kg-day, are estimates of lifetime daily exposure levels
. for humans, including sensitive health effects. Estimated intakes
of chemicals from environmental media (e.g., the amount of a
chenical ingested from contaminated drinking water) can be compared
to the RfD. RfDs are derived from human epidemiological studies or
animal studies to which uncertainty factors have been applied (e.g.,
to account for the use of animal data to predict effects on humans).
These uncertainty factors help ensure that the RfD will not
underestimate the potential for adverse noncarcinogenic effects to

occur.

The cancer potency factors and the RfDs for the contaminants of
concern at the AT site are listed in Tables 17 and 18.

RISK _CHARACTERIZATION SUMMARY

Risk characterization for the AT site included an assessment of risk
associated with exposures to noncarcinogens and carcinogens.

Excess lifetime cancer risks are determined by multiplying the
intake level with the cancer potency factor.. These risks are
probabilities that are generally expressed in scientific notation
(e.g., 1x10* or 1E-6). An excess lifetime cancer risk of 1x10*
indicates that, as a plausible upper bound, an individual has a one
in one million chance of developing cancer as a result of site-
‘related exposure to a carcinogen over a 70-year lifetime under the
specific exposure conditions at a site.

Potential concern for noncarcinogenic effects of a single contami-
nant in a single medium is expressed as the hazard quotient (HQ)
(or the ratio of the estimated intake derived from the contaminant
concentration in a given medium to the contaminant’'s reference
dose). By adding the HQs for all contaminants within a medium or
across all media to which a given population may reasonably be
exposed, the Hazard Index (HI) can be generated. The HI provides
a useful reference point for gauging the potential significance of
mulziple contaminant exposures within a single medium or across
media.

The context within which to judge the relative risk from each of
the pathways has been established by EPA. For carcinogens, the
target risk range is a 10° to 10 excess lifetime cancer risk. For
noncarcinogens, where the sum of expected dose/RfD ratios exceeds
unity, observed concentrations pose unacceptable risks of exposure.

The results of the risk characterization for each pathway of
exposure evaluated are summarized below:

15
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[1]) gGroundwater Ingestion: current and Futire Uses

The most plausible current exposure risk calculations used residen-
tial well data downstream of the organic removal devices and
resulted in a baseline, current use risk estimate of 4.69x10°.
Given EPA's acceptable risk from carcinogens which ranges from 10*
to 10“, calculated risks to residents adjacent to the American
Thermostat site using the control devices are minimal. Worst-case
estimates, which assumed no treatment and used contaminant concen-
trations measured u?s'cream of the control device, ranged from
1.77x10° to 1.92x10%, ‘indicating the need to maintain control
measures.

-ne analysis for future ingestion of groundwater with no treatment
resulted in unacceptable risks attributable to exposure to carcino-
genic and noncarcinogenic groundwater contaminants. Average and
upper-bound cancer risks associated with on-site groundwater
exposures were 1.2x10° and 3.710%, respectively which represent
increased risk levels above current usages due to increased
ingestion by plant workers, assuming the site is developed for
industrial use in the future. Associated hazard indices ranged from
2.52 to 5.44, both exceeding unity. The average cancer risk
associated with off-site groundwater exposures was 5.5x10°, almost .
an order of magnitude lower than that associated with on-site
exposures. ’

Hazard indices for average and worst-case noncarcinogen exposures
were 2.96 and 52.2, respectively. These noncarcinogen risks
associated with off-site exposures are dirsctly attributable to the
elevated concentrations of lead and arsenic measured in certain off-
site residential wells (particularly the residence adjacent to the
site).

[2] contaminant volatilization While showering: cuxrent and Future
Uses

Current use volatilization exposures represented risks for treated
groundwater (2.05x10°) and for untreated water (2.35x10%) that are
within EPA's acceptable risk range. Calculated risks associated
with future residential household use of untreated, contaminated
groundwater indicated unacceptable risks from groundwater contami-
nant concentrations representative of both on and off-site ground-
water.

Surface Water/sediment (Current and/or Future Uses]
{1} Rath Popd [Direct Contact by Children)

Cunulative excess cancer risks associated with dermal contact and
incidental ingestion of surface water in the Rath pond, based on

16



- two observations, were 3.3x10" and 3.7x10* for best estimate and
reasonable maximum exposures, respectively. The risk associated
with average exposure scenarios falls within EPA's target risk
range. However, the reasonable maximum cumulative risk is :
3.7x10%, which indicates the need to remediate the water contamina-
tion in the pond.

Cumulative excess cancer risks associated with direct contact with
sediments in the Rath pond were negligible: 1.7x10™ and 8.1x10"
for best estimate and reasonable maximum exposures, respectively.
HIs calculated for lead exposures were similarly low, ranging from
0.004 to 0.7, both of which are below the target HI criterion of

1.0. )
{2]® schmidt Pond (Direct Contact by Children]

Cumulative excess cancer risks associated with ‘dermal contact and
-..-~dental ingestion of surface water in the Schmidt pond, based on

a single observation, are 3.4x10° and 3.8x10" for best estimate and -

reasonable maximum exposures, respectively. Both values fall within
EPA's target risk range.

Cumulative excess cancer risks associated with direct contact with
sediments in the Schmidt pond were negligible: 8.9x10" and

2.6x10™ for best estimate and reasonable maximum exposures,
respectively. HIs calculated for lead exposures were similarly low,
ranging from 0.002 to 0.03, both of which are below the target H
criterion of 1.0. .

(3] Mueller Pond (Direct Contact by Children]

Cumulative excess cancer risks associated with dermal contact and
incidental ingestion of surface water in the Mueller Pond were
negligible. Based on a single observation, cumulative risks are
4.7x10° and 5.2x10" for best estimate and reasonable waximum
exposures, respectively. Values are within the EPA's target risk
range.

[4) On-site Drainage Swale [Direct Contact by Children)

Cumulative excess cancer risks associated with dermal contact and
incidental ingestion of surface water in on-site drainage areas
ranged from 2.2x10° to 8.0x10° with a best estimate (based on the
median detected on-site concentration) of 8.0x10®. All values fall
within EPA's target risk range.

Soils
{1) current Use: Dermal Contact/Soil Ingestion by Children

Cumulative cancer risks associated with average and upper bound
exposures were 2.7x10° and 3.2x10°, respectively. Exposures to
tetrachloroethene accounted for the majority (>99%) of calculated
risks. HIs for noncarcinogens were less than one for both scenar-
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ios, ranging from 0.005 to 0.112. These :@sults indicate that soil

exposure risks to children at the AT site are within EPA's target

risk range. g .

(2] IZuture Use: Dermal cContact/Sojl Ingestion Dy Induatrial
yorkers :

Cunulative risks to industrial workers from exposure to carcinogens
in American Thermostat soils ranged from 8.9x10° to 1.5x10" for
average and reasonable maximum exposures. Exposures to noncarci-
nogens did not indicate any unacceptable health risks from non-
carcinogens as hazard indices are both less than one, ranging from
0.005 to 0.11. Cancer risks associated with assumed worker
exposures, though not significant for average exposure scenarios,
are at the higher limit of EPA's target risk range under assumed
upper-bound exposure conditions (1.5x10). The latter conclusion
indicates the need for "hot~-spot" mitigation of on-site soils to
reduce potential contaminant exposures. '

Alr
(1) current use: Inbalation of Volatile organics from Solls
Carcinogenic risks associated with volatilized PCE and TCE

exposures to children playing on the AT site were 6.7x10° and

9.2x10* for average and reasonable maximum exposures, respectively.
Both values are within the EPA target risk range.

{2) Future use: Inhalation of Volatile oOrganics by Industrial
¥orkers

Carcinogenic risks associated with volatilized PCE and T7TCE
potential future exposures to workers on-site were 3.4x10* and
4.6x10* for average and reasonable maximum exposures, respectively.
Both values are within the EPA target risk range. Therefore,
potential risks posed for both current and future use volatilization
pathways are not considered significant.

CLEANUP LEVELS FOR CONTAMINATED MEDIA

Sroundwater

The groundwater at the AT site is classified as Class I, which
indicates that the water is suitable as a drinking water supply.
The RI has determined that contaminants from the site have contami-
nated the on-site groundwater and that a plume of contaminated
groundwater emanating from the site has resulted in the contamina-
tion of residential wells in the vicinity of the site extending over
an area of 53 acres for the bedrock (deep) aquifer and 26 acres for
the unconsolidated (shallow) aquifar. The remedial response
objectives, therefore, include the following:

- ensure protection of groundwater from the continued release of
contaminants from soils and '
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- restore groundwatcr in the affected area to levels consistent
with state and federal groundwater standards.

Table 19 presents the chemical concentrations and action ‘levels
(Applicable or Relevant and Appropriate Requirements (ARARS)) for
contaminants of concern at the AT site. Chemical concentrations
are expressed as the geometric mean and maximum contaminant
concentrations in on-site and off-site groundwater samples taken,
which were applied in the Risk Assessment. Table 19 indicates that
geometric mean and maximum concentrations of PCE, TCE, vinyl
chloride, arsenic and 1,1,2,2-tetrachloroethane in on-site ground-
water exceed most ARARs and nearly all risk-based criteria.

Lead is the only noncarcinogenic parameter evaluated that exceeds

-=w> {25 ug/1l) in both the geometric mean (95.8 ug/l) and maximum
(1,610 ug/l) observed concentrations for both on- and off- site
groundwater samples. As shown in Table 19, chromium and cadmium
ARAR exceedances correspond to maximum observations only.

The health-based levels are more stringent than ARARs for carcino-
gens, but because they -are below instrument detection 1limits
(typically 1-5 ug/l for volatile organics), the most stringent of
the ARARs. (New York State MCLs and groundwater standards) shall be
used as the cleanup objectives for all contaminants in AT groundwa-
ter.

8oil

Table 20 summarizes the calculated soil action levels that corre-
spond to an acceptable risk of 10° for three carcinogenic chemicals
detected in AT site soils: PCE and TCE and (bis 2-ethylhexyl)
phthalate. The cleanup action levels were not derived for lead, the
only noncarcinogenic indicator evaluated for soil exposure pathways.
The baseline Risk Assessment indicated that levels of lead detected
in the AT site soils present no significant risk based on current
and/or future site uses. (HIs were all less than one).

Table 20 indicates that only PCE concentrations in AT site soils
exceed the health-based cleanup objectives under both current and
future exposure assumptions. Geometric mean (2.41 mg/kg) risks and
median (4.65 mg/kg) PCE concentrations are well below action levels
derived for current and future use scenarios (18.6 mg/kg and 893.5
mg/kg) . However, both upper quartile (1200 mg/kg) and maximum (2700
mg/kg) PCE concentrations found in the hot spot area greatly exceed
action levels derived using best estimate and upper bound exposure
assumptions for both current and future pathway scenarios. As shown
in Table 20, maximum concentrations of trichloroethene (9.3 mg/kg)
and bis(z-ethylhexyl) phthalate (0.4 mg/kg) were less than both best
estimate and upper bound (10 risk) action levels assuming current

and/or future site uses.
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Therefore, to include a margin of safety, an allowable exposure
level based on risk assessment of 18 mg/kg for tetrachloroethene is
established for site soils. _ :

Cleapup Obiectives Derived from ARARs

In order to eliminate future ingestion of groundwater contaminants,
it is necessary to remediate volatile organic contaminants detected
in the scil to concentrations low enough to ensure that residual
leaching of such contaminants will not result in groundwater

contamination which exceeds federal drinking water and state
groundwater standards. ' -

PCE and TCE were selected as indicator chemicals for this assessment
because of their frequency of occurrence and relatively high
concentrations detected on site. : '

Based on calculations utilizing EPA's Multimed fate and transport
model and assuming that, following clean up of the soil, the
groundwater will have to meet the federal and state standards at
the first receptor well at a distance of more than 200 feet
downgradient of the area of soil contamination, it was determined
that the soil cleanup levels would have to be:

PCE 1.0 mg/kg
TCE 0.4 mg/kg

The soil cleanup 1levels were compared to the contaminant
concentrations identified in the reported dumping area south of the
AT plant. Any samples with contaminant concentrations below the
Cleanup levels are considered clean.

Since the soil cleanup criteria derived from ARARs (1.0 mg/kg of
PCE and 0.4 mg/kg of TCE) are much lower than the criteria derived
from the health-based risk assessment for exposure to contaminated
soils (18.6 mg/kg of PCE and 86.5 mg/kg for TCE) soil cleanup
criteria of 1 mg/kg for PCE and 0.4 mg/kg for TCE are established
for the AT site. Thus, a cancer risk level of less than 10° will
be achieved. Based on these cleanup levels the approximate boundary
of soil contamination includes the area depicted in Figure 3.

The depth of contamination varies from location to location. For
a conservative estimate, it is assumed. that contamination has
reached the unconsolidated aquifer, which is approximately 7 feet
below existing site ground surface elevations. For source control
renmediation it is not necessary to excavate and remediate soil below
the water table, as any contaminated soil below the water table will
be mitigated by the groundwater management of migration alternative.
Therefore, the depth of contamination for the source control
alternatives will be defined as 7 feet below the surface. The
volume of contaminated soil is estimated to be 6,440 cubic yards.
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surface Water and Sediment

Among the surface water bodies investigated on-site and off-gite,
only the pond in the residence adjacent to the site (Rath pond)
exhibited carcinogenic risks that exceeded EPA's acceptable levels.

- -
w A\ d

No enforceable federal or state ARARs exist for surface water which
is not used as a drinking water source. Howaver, federal Ambient
Water Quality Criteria (AWQC) provide a basis for evaluating
concentrations of chemicals in surface waters on or adjacent to the
AT site. In addition, there are State Surface Water Guidance Values
that are more stringent in some cases which should also be consid-
ered. : |

A ‘comparison of the concentrations of contaminants of interest -

detected in Rath pond with Federal AWQC and .State Surface Water
Guidance Values for the protection of human health are presented

below. , :
Maximum Detected

Concentration Federal State Surface
in Rath Pond AWQC Water Guidance
Contaminant {ug/1) ~fuva/zl)  _Values (ug/l)
PCE 1,000 0.8 0.7
TCE : 200 2.7 . 3.0
Vinyl chloride 31 2.0 0.3

Note: AWQC values correspond to a risk of 10¢. aAwQC values for
all carcinogens are otherwise zero.

This comparison indicates that the contamination in Rath pond water
exceeds levels that are considered protective of human health.
Although Rath pond water in not currently used as a drinking water
or fishing source, because it exceeds these acceptable levels there
is an ongoing potential risk to human health if ingestion were to
occur. For this reason, the Rath pond will be remediated to below
5 mg/l for each compound listed above, which is the analytical
detection limit for the compounds listed above.

Sediments in the Rath pond, although they present no health risk,
will be removed and remediated in accordance with the soil cleanup
levels described above, in order to eliminate another source of
groundwater contamination through leaching.

Building

No federal or state standards exist for contaminated dust in
buildings. 1In order to ensure that the building can be reused in
the future, the contaminants in the hazardous dust in the building
floor will be removed to below the analytical detection limits for
these compounds.
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NEED YOR REMEDIATION

Actual or threatened relesases of hazardous. substances from this
site, if not addressed by implementing the response action selected
in the ROD, may present an imminent and substantial endangerment to
public health, welfare, or the environment. :

ROCUMENTATION OF ESIGNIFICANT CEANGES

There are no significant changes from the preferred alternative
presented in the proposed plan.

RESCRIPTION OF ALTERNATIVES

A total of eleven alternatives were evaluated in detail for
remediating the site. Four alternatives for addressing the

sntazinated soils that contribute to groundwater contamination at
the AT site were evaluated. A fifth alternative, Alternative sc-2,
capping of the contaminated soil, was preliminarily evaluated in the
FS and was eliminated from further consideration, as it was
determined that it would not prevent the migration of the volatile
organics to the groundwater and to the air. In addition, five
renedial alternatives for addressing the contamination in the
groundwater vere evaluated. A sixth alternative, Alternative GW-5,
treatment of the groundwater via activated carbon adsorption, was
preliminarily evaluated in the FS and was eliminated from further
consideration since it was determined that it would be less
effective in removing the groundwater contaminants and more costly
than the combined air stripping/carbon adsorption alternatives.
Finally, two alternatives are evaluated for the decontamination of
the AT building.

These alternatives are:

SOIL ALTERNATIVES
Alternative SC-1: Mo Action

The Superfund program requires that the "no-action® alternative be
considered at every site. Under this alternative, EPA would take
no further action to control the source of contamination. However,
long-term monitoring of the site would be necessary to evaluate the
performance of Alternative SC-1, and to monitor contaminant
migration. Monitoring would consist of annual soil, sediment, and
surface water sampling and analyses for a variety of contaminants.
Samples would be analyzed for Target Compound List parameters.
Finally, an eight foot high chainlink fence would be installed
around the site. :

Because this alternative would result in contaminants remaining on-
site, CERCLA requires that the site be reviewad every five years.
If justified by the review, remedial actions might be implemented
at the time to remove or treat wvastes.
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The estimated present worth cost for this alternative is $736,800.

-y, - c - .
This alternative would include the excavation and on-site treatment
by incineration of 6,740 cubic yards of contaminated soil. The

reated soil would be used as backfill and the disturbed areas would
be regraded and revegetated to prevent erosion.

The approximate area of contaminated soil that would be excavated
is shown in Figure 3.

Soil excavation using a backhoe would remove the contaminated soil
from the hot spot area (approximately 26,000 f£t' including the old

leaching field) to a depth of about 7 feet. The length of time it

*11 take to excavate this soil will be determined by the process-

ing rate of the incinerator which is approximately 48 tons per day.

(2 tons per hour).

The six 55-gallon drums which contain contaminated soil generated
from the RI activities would be emptied and treated together with
the contaminated soil. The Rath pond sediments would also be
treated with contaminated soil. Sediments upstream of Tributary B
would be resampled during remediation. If contaminant concentra-

tions exceed cleanup level they would be treated with the contami-

nated soil. ]

The incineration process consists of a feed system, rotary kiln
incineration unit, secondary combustion chamber and three stage
scrubber. The excavated contaminated soil and the soil from RI
drums would be placed in the feed hopper with a backhoe. So0il would
then conveyed from the hopper to the rotary kiln. The incinerator
would be operated at a temperature of 650 to 760°C (1200 to 1400°F).
" The soil would be incinerated in the rotary kiln. Exhaust gases
from the kiln would enter a secondary chamber afterburner operating
at temperatures between 760°C and 1316°C (1400°F and 2400°F) to

complete oxidation of the combustible waste. Prior to release to

the atmosphere, exhaust gases from the afterburner would pass
through air pollution contrel units for particulate and acid gas
removal. Ash residue and soils would be discharged at the bottom
end of the kiln and are gquenched to cool the residue.

Listed RCRA hazardous wastes are contained in the contaminated soil.
The soil will no longer be deemed to contain hazardous wastes after
it is treated below health-based levels and the treatment standards
required by RCRA Land Disposal Restrictions (LDRs). The treated
s0il will be subjected to the Toxicity Characteristic Leaching
Procedure (TCLP) to determine whether it still contains any listed
RCRA hazardous wastes above the treatment standards, required by the
LDRs. All soil emerging from the treatment that fails the TCLP test
will be retreated so as to meet these standards. All soil will be
treated so that it does not RCRA hazardous wastes above the health
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based levels determinbd by the risk assessment. Because the soil
will no longer contain any 1listed RCRA -hazardous wastes above
health~based levels, and because it will meet the LDR: treatment
standards (TCLP concentrations) it will not be subject to regulation
under Suhtitle C of RCRA and may be used to backfill the excavated
arsas on-site. T .

The 53 55-~gallon drums which contain non-hazardous soil generated
from the RI activities would be emptied and also used to backfill
the excavation areas on-site. TCLP tests would be used to ensure
that these drums contain non-hazardous soil. If they were found to
be hazardous, they would be incinerated on-site with contaminated
soil. The particulates and water from acid gas scrubbing collected
in the air pollution control systems and the waste water used in the
quenching processes would be shipped for treatment and disposal at
an off-site facility. .

The estimated present worth cost for this alternative is $8,322,800.
The estimated time to implement the alternative is approximately 3
years (including design).

Alternative SC-4: Excavation/off-gite Incineration/Backfill With
Clean Soll .

This alternative would include the excavation and off-site thermal
treatment of 6,740 cubic yards of contaminated soil. The excavated
material would be placed in dump trailers or drummed, covered and -
transported to a licensed thermal treatment facility. The facility
would be responsible for disposing of the treated soil.

Following excavation, the contaminated materials would be placed
into 20 cubic yard trucks for shipment. The loaded trucks would
proceed to the nearest available incinerator psrmitted to receive
bulk solid wastes. The receiving facility would be responsible for
proper disposal of the incinerator ash. Clean £ill would be used
to backfill the excavation area, and the site would be regraded and
revegetated. No long-term monitoring would be reguired.

Incineration of the contaminated soil at the off-site facility would
be conducted in conformance with all applicable RCRA requirements.

The estimated present worth cost for this alternative is
$17,914,700. The estimated time for the implementation of this
alternative is 2.5 years (including design).

This alternative would include the excavation and on-site treatment,
using low temperature enhanced volatilization, of 6,740 cubic yards
of contaminated soil. The excavated soil would be fed to a mobile
thermal treatment unit brought to the site, where hot air injected
at a temperature above the boiling points of the organic contami-
nants of contern would allow the moisture and the organic contami-
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nants to be volatilized into gases and escape from the soil. The
organic vapors extracted from the soil would then be treated.in an
air . pollution control unit to ensure acceptable air gquality
emissions. Severdl thermal treatment methods (such as heated screw
conveyors, rotary calcination devices, etc.) may be applicable. XA
variety of air pollution control options are also available, in-
cluding after<burners, activated carbon absorbers, and condensers.
The specific type of the thermal treatment method and of the air
pollution control would be determined in the remedial design phase
through engineering design and analysis and the competitive bidding
process.

All the residuals from the treatment (such as spent carbon from the
carbon adsorption units) would be sent to an off-site hazardous
waste facility for treatment and disposal. Air pollution control
systens would be an integral part of the treatment plant to limit
amiegions to within the regulatory requirements. - ’

The soil would be treated so that it would no longer contain
hazardous wastes above health-based standards and LDR treatment
standards. As discussed above, for Alternative SC-3, after such
treatment the soil will no longer be subject to Subtitle C of RCRA
and may be used to backfill excavated areas. Since all contaminated
soil above the cleanup level would be treated to below health-based
levels and the existing data indicates that the treated soil would

pass the TCLP test and meet the LDRs, it is expected that clean

closure of the site would be achieved.

At the completion of the implementation of this alternative, the
most mobile of the organic contaminants in the soil would be reduced
to concentrations that would result in groundwater levels below the
federal and state standards at the receptor nearest to the site when
leached to the groundwater through rainwater infiltration. The
estimated present worth cost of this alternative is $2,772,400. The
estimated time to implement this alternative is approximately 2
years (including design).

SROUNDWATER ALTERNATIVES

All groundwater alternatives, with the exception of Alternative GW-
1, assume that the operation and maintenance of the existing
individual treatment systems (5 carbon filters and 2 air strippers)
will continue until &ither the implementation of the alternate water
supply selected in the 1988 ROD, or the cleanup of the aquifer by
means of a particular groundwater alternative.

v -33

Under the No Further Action Alternative, the existing individual
treatment systems operated and maintained by EPA would be termi-
nated. This alternative would consist of restricting the use c?’
contaminated groundwater, to the extent possible, by deed restric-
tions and other institutional controls. A long-term monitoring
program and distribution of fact sheets that would explain the
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monitoring results and would include warnings and recommendations
for water usage would be established. - Co.

This alternative’was not considered to be protective of human health
and the environment and it was not evaluated as a viable alternative

~ for implementation. This alternative was used only as a baseline

for comparison to the remaining alternatives being analyzed.

This alternative would also regquire a five-year review because the
contaminants would remain on-site. The astimated total prasent
worth cost for this alternative would be $757,000.

Alternative GW-2: Limited Action

The Limited Action alternative for the contaminated groundwater
aquifers includes both a long-term monitoring program and an
institutional control program to regulate the use of the agquifers.
This alternative would continue operation and maintenance of
existing carbon filters at five houses and two air-stripping
systems, one at the Rath residencs and one at the AT Pumphouse. 1In
addition, new individual carbon filters would be installed at 25
other houses and operated for at least 30 years. The long-term
monitoring program would consist of semiannual sampling for Target
Compound List (TCL) metals and TCL volatile organics at six existing
bedrock aquifer wells and three existing unconsolidated aguifer
wvells. In addition, two new wells would be installed to the east
and west (one on sach side) of the unconsolidated aguifer plume -
area. The information gathered would be used to check whether the
concentrations of contaminants of concern have been lowered to
levels below the federal and state standards through natural
attenuation and to monitor potential migration of contaminants
downgradient of the site. Institutional mahagement would also be
lr’cquircd to monitor and review the site every five years as reguired
Y CERCLA. .

The present worth cost for this alternative is estimated to be
$8,911,300.

Alternative Gw-3: Pumping/Pretreatment/Air Stripping/
- Relnjectien

The major features of this alternative would include pumping,
treatment, and reinjectionr oi treated groundwvater and a perfor-
mance monitoring program. Groundwater would be extracted from
both the unconsclidated and bedreck aguifers and would be pumped
through a series of air strippers (2 air strippers). The treated
water would be reinjected into the ground. This altermative would
also include treatment of surface vater from the Rath Pond and the
drums containing contaminated water generated during the Remedial
Investigation. These drums would be emptied and mixed with ground-
water in an egualization tank before treatment.

The treatment .system would consist of a pretreatment system for
metals removal by chemical precipitation, flocculationm, clari-



fication and filtration, followed by an air stripping system for
volatile organic contaminants removal. o .
Groundwater extracted from wells placed over the entire area
overlying the contaminated aquifer would enter the air stripping.
unit. The air laden with volatile organics would leave the air !
strippers and enter vapor phase carbon absorber (1000 1b ‘carbon -
each) equipped with a duct heater/dehumidifier. The exiting vapor

stream from the vapor phase carbon unit would be free of volatile

organic compounds and could be discharged to the atmosphere. The

treated groundwater from the air stripping tower would be collected s
in a 2500 gallon water sump. From here water would be pumped

through a second stage air stripper identical to the first one. It

should be noted that the system described above is a representative ~
air stripper system. The exact specifications for the air stripper

at the AT site would be determined during the remedial design phase

of the project. .

. ‘ ) ]
The estimated annual amount of carbon required for the vapor phase
adsorber would be 16 tons. The spent carbon would be collected by ‘
the carbon supplier and shipped for off-site disposal or regenera-
tion and reuse. The treated groundwater would be collected in a \ord
collection tank. From here the groundwater would be discharged into
leaching fields for reinjection. U

The treated groundwater would be reinjected through an existing

leaching field located just south of Route 23B-and a new leaching y
field proposed just north of Route 23 near the building. In _;
addition, six existing wells along the western boundary of the site

would be used for reinjection.

Environmental monitoring would be required during the life of the -
treatment process. In addition, monitoring of the groundwater at

the site would be conducted for a period of 3 years after completion

of the remediation, to ensure that the goals of the remedial action _J
have been met.

The present worth cost of this alternative is estimated at

$18,821,900. The time estimated for completion of this alterna- i
tive is 30 years.

Alternative GW-4: Pumping/Pretreatment/air Stripping/ -
The process options used in this alternative are similar to that of :
Alternative GW-3 with the exception of the volatile organics removal ~

system. Organics removal is achieved by air stripping followed by
a carbon adsorption system in this alternative compared to the two ,
stage air stripping system in Alternative GW-3. -

Groundwater would be extracted from both the unconsolidated and
bedrock aquifers, pretreated for removal of metals and particulates
and pumped to an air stripper. Contaminated groundwater would enter —
the air stripper which would be designed to strip out the VOCs. The
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air and vOC mixture exiting the air atrippg;,_g would then be treated
by a vapor phase carbon adsorption unit . .for the' removal of the
stripped VOCs. The clean air would be emitted to the atmosphere.
The treated groundwater would be directed to a reinjection systen
as described under Alternative GW-3. ;

Environmental monitoring would be required ‘during the life of the
treatment process. 1In addition, monitoring of the groundwater at
the site would be conducted for a period of 3 years after completion
of the remediation to ensure that the goals of the remedial action
have been met.

Groundwater would be treated to drinking water standards before
reinjection. The discharges from the air stripper would meet the
requirements of federal and state laws, regulations and Tolicy
including, 52 FR 3748, 6 NYCRR 201, 211 and 212, and Air Guide 1.
The residues resulting from the treatment system include filtered
~Jaspended solids (precipitated metallic hydroxides and ‘fine
particles) and spent carbon. The filtered suspended solids would
be shipped to an off-site RCRA facility for treatment and disposal.
The estimated annual carbon usage would be approximately 14.5 tons
for vapor phase carbon and 10 tons for the liquid phase granular
activated carbon adsorption process. The spent carbon would be
collected by the carbon supplier and shipped for off-site disposal
or regeneration and reuse.

The present worth cost for this alternative is estimated to be
$23,044,900. The time regquired to complete the implementation of
this alternative is 30 years. .

Alternative gw-¢: Pumping/Pretreatment/Uv_Oxidation/Reinisction

The major features of this alternative would include pumping,
treatment, and reinjection of the treated groundwater and a
performance monitoring program as in the case of Alternatives GW-3
and GW-4. The process options used in this alternative are similar
to that of Alternative GW-3 with the exception of the organic
removal system. Organic removal is achieved by an ultraviolet light
UV-chemical oxidation system in this alternative compared to the air
stripping system in Alternative GW-3.

Groundwater pumping and collection in this alternative would be the
same as that outlined in Alternatives GW-3 and GW-4. Groundwater
treated for metals removal would then be pufiped to a ultraviolet
(UV) chemical oxidation reactor. Hydrogen peroxide would be used
as the oxidizing agent. The UV/chemical oxidation system includes
a stainless steel oxidation chamber equipped with UV lamps and
hydrogen peroxide feed system. Bafore thé pretreated groundwater
enters the oxidation chamber, it is mixed with a 350% hydrogen
peroxide solution. Hydrogen peroxide is readily converted to
hydroxyl radicals under the influence of UV light. High intensity
UV light and the hydroxyl radials synergistically promote rapid
breakdown of organic molecules of the organic contaminants of
concern. With a retention time of 4 minutes in this oxidation
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* chamber, the organic contaminants are convaerted to CO,,  HO and
chlorides. Most of these are highly soluble. Potential volatile
organic emissions from the reactor are negligible with UV/hydrogen
peroxide systems. All the volatile organic contaminants would be

removed to below the target groundwater cleanup levels, and the’

treated groundwvater would be reinjected into the ground as discussed
under Alternatives GW-3 and GW-4. : )

The pretreatment residues from metal removal would be disposed of
off-site in a RCRA facility.

The estimated present worth cost for this alternative is :
$21,845,200. The timéestimated for completion of this alternative

is 30 years.
BUILDING DECONTAMINATION ALTERNATIVES

Remedial action would not be taken other than a long-term building
security and maintenance program. Fact sheets would be distributed
in order to increase public awareness. The estimated present worth
cost for this alternative is $4,600.

Alternative BD-2: Building Decontamination/waste Treatment and
Disposal

This alternative includes decontamination of the building to remove
contaminated dust, sludges, RI drums, and waste oil drums and off-
site disposal of the dust, sludges, and waste oil. It is not
anticipated that the walls and the ceiling of the building would
require decontamination, However, a supplemental quantitative
sanmpling would be conducted during remediation to confirm this.
Confirmatory sampling will also be conducted following remediation.
Hazardous AQust would be removed using a dusting, vacuuming and
wiping procedure for off-site treatment and disposal. No cleanup
levels are available for the building. However, contaminant
concentrations would be reduced below detection levels. Waste oil
drums would be removed by a contractor for off-site disposal. The
hazardous RI drums would be treated on-site along with source
control and groundwater treatment alternatives. The non-hazardous
drums would be consolidated on site for eventual o:a-3ite redeposi-
tion. Sludges would be removed and disposed of at an off-site
treatment and disposal facility.

The estimated present wvorth cost of for this alternative is
$284,000. The estimated time for implementation of this alternative
is seven months. v
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During the detailed evaluation of remedial alternatives, sach
alternative is assessed against nine evaluation criteria, namely:
overall protection of human health and the environment, compliance
with ARARs, long-term effectiveness and permanence, reduction of
toxicity, mobility or volume (including the statutory preference
for treatment), short-term effectiveness, implementability, cost,
state acceptance and community acceptance.

Each criterion will be briefly addressed with respect to the
alternatives for the remediation of the soil, the groundwater, and
the decontamination of the building. '

A. Qverall Protection of Numan Nealih and the Evirenasnt

- Alternative SC-5, treatment of soils to remove the volatile organic

contaminants, will result in the elimination of a long-term source
of groundwater contamination and will mitigate the risks to public
health and the environment associated with the presence of those
contaminarnts in the scil on-site and with their =aigration.
Alternative SC-5 would effectively mitigate those risks by removing
the most mobile wastes from the soil leaving the treated soil to be
landfilled on-site.

Alternatives SC-3 and SC~4 also would mitigate the risks to public
health and the environment associated with the leaching of contami-
nants into the groundwater and their migration off-site. Under
Alternative SC-1, contaminants would continue to leach from the soil
into the groundwater and continued off-site migration of contami-
nants would occur. Monitoring would be implemented to observe
contaminant migration, but an indeterminate amount of time would
elapse between detection and the implementation of mitigating
measures.

B. Compliance with ARARs

All technologies proposed for use in Alternatives SC-3 through
SC-5 would be designed and implemented to satisfy all actior-
specific regulations including all air emission standards. No
federal or New York State regulations specify cleanup levels for
contaminants in the socil. In terms of achieving target levels for
soils for the purpose of removing potential sources of groundwater
contamination, Alternative SC-5, along with Alternatives 8C-3 and
SC-4, would be quite effective.

C. long-Term Ekffectiveness and Permansnce

Alternative SC-5 would effectively treat the volatile organic
compounds in on-site soil, thus reducing the hazards posed by the
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contaminated soils and permanently removing the source of groundwa-
ter and surface wvater contamination. Alternatives SC-3 and .SC-4
also would provide a high degree of effectiveness, since the
contaminated soil would be treated or removed from the site. In
contrast, under Alternative SC-1, the contaminants would be left
untreated in the soil, and a long-term monitoring program would be
inplc:ented to determine if the contamination was migrating from
the site.

D. Reduction of Toxicity, Mobility and Volume

Alternative SC-5 and Alternatives SC-3 and SC-4 would result in
comparable reductions in the toxicity, mobility or volume of the
treated material. Alternative SC-1 would provide no reduction in
toxicity, mobility or volume. _

¥ short-Term Effectiveness

All alternatives, with the exception of the no-action alternative,
include activities such as contaminated soil excavation and
transport that could result in potential exposure of residents to
volatilized contaminants and contaminated dust. However, mitiga-
tive measures to reduce the probability of exposure would be
implemented. In addition to excavation, Alternative SC-4 includes
off-site transport of contaminated soils.

Both Alternative SC-5 and Alternative SC-3 provide treatment on-

site, thereby reducing potential risks to residents along transpor-
tation routes. Farthermore, Alternative SC-5 would not result in
the generation of significant quantities of treatment byproducts
(;tack emissions, particulates) that would be generated by Alterna-
tive SC-3. .

Alternatives SC-3, SC-4 and SC-5 might result in worker exposure to
volatilized contaminants and dermal contact with contaminated soils
during waste excavation and handling. In addition, Alternatives SC-
3 and SC-5 might result in additional low-level emissions exposure
from the on-site treatment unit. The threat to on-site workers,
however, would be mitigated through the use of protective equipment
by the on-site workers, and control of emissions would be accom-
plished by ermissions treatment. Additionally, scrubber wastewater
produced by Alternatives SC-4 and SC-5 would be treated on-site or
transported off-site for treatment and disposal.

Alternatives SC-3, SC-4 and. SC-5 could be implemented in about 3,
2.5 and 2 years, respectively, with actual remediation times of 15,
12 and 9 months, respectively. .

F. Implementability

All of the alternatives would utilize relatively common construction
equipment and materials. Little construction difficulty would be
encountered with any of the alternatives.
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The technologies proposed for use in the alternatives are proven .
and reliable in achieving the specified process efficiencies and
performance goals. Low temperature thermal extraction, has been
successfully pilot tested and has performed on a full-scale basis
with similar organic contaminants. L )

G. gcost

The present-worth cost of Alternative 5C-5 is $2,772,400. The
lowest cost alternative is Alternative ScC-1 at $736,800. The
highest cost alternative is Alternative SC-4 at $17,918,700.
Alternative SC~3 has a present worth cost of $8,322,800.

The amount of additional organic contaminants removed by Alterna-
tives SC-3 and SC~4 above the amount of organic contaminants removed
by Alternative SC-5 is insignificant when compared to the substan--
cial difference in cost between these Alternatives. :

Table 21 lists all of the costs for the five soil alternatives for
comparison purposes.

SROUNDWATER

A!W

Alternative GW-4 would provide the highest protection to human
health and the environment among the three treatment alternatives.
It would remocve and treat the organic contaminants found in
groundwater and would prevent their migration off-site. The higher
degree of protection associated with Alternative GW-4 in comparison
to Alternative GW-6 is due to the higher certainty for contaminant
treatment associated with the air stripping and carbon adsorption
technologies versus the UV/oxidation treatment technology of
Alternative GW-6.

In comparison to Alternative GW-3, Alternative GW-4 offers a higher
degree of protection as a result of the additional carbon adsorption
treataent of the contaminated groundwater following air stripping.

The limited action alternative would provide protection of the
health of the affected residents. However, it would not ensure
protection of the health of future users of the aquifers and would
not prevent continued migration of contamination.

B. gCompliance with ARARs

Alternative GW~-4, as well as Alternative GW-3, would achieve federal
drinking water and state groundwater standards for the organic

- contaminants by providing the required contaminant removal during

the treatment stage utilizing air stripping and carbon adserption.

The ability of Alternative GW-6 to achieve the groundvater standards
for the organic contaminants is of a lower certainty than the
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preferred alternative's Dbecause of linitcd experience with the

UV/oxidation trcatncnt process. “ .

Alternative GW-1 vould not comply with state or federal drinking
water standards or criteria or those ARARs required for protection-
of the groundwater resources. Alternative GW-2 would achieve
chemical-specific ARARs for drinking water, but would not achieve
any groundwater standards for the contaminated plume.

C. Long-Term Effectiveness and Permanence

Alternative GW-4, GW-3 and GW-6 would effectively reduce the
potential risks associated with the migration of contaminants into
the groundwater by extracting the contaminated groundwater, treating
it to remove contaminants and returning the treated water to the

aquifer.

Alternative GW-1 does not provide treatment but would attempt to
restrict usage of contaminated groundwater. Alternative Gw-2
provides a safe permanent water supply to the affected residents
but would not restore the contaminated aquifer for future use.

D. Reduction ip Toxicity, Mobility and Volume

Alternatives GW-4, GW-3 and GW-6 would effectively reduce the
toxicity, mobility, and volume of the organic contaminants in the

groundwater. Alternative Gw-4, utilizing liquid phase carbon

adsorption, would provide the greatest reduction in toxicity of all
alternatives under consideration. Alternative GW-2 would reduce the
toxicity, mobility and volume for the individual water supplies of
the affected residents. Alternative GW-1 would not reduce the
toxicity, mobility and volume of contaminants.

E. ghort-Term Effectiveness

Alternatives GW-4, GW-3 and GW-6 include activities that could
result in potential exposure of residents and workers to volatilized
contaminants during the installation of the groundwater extraction
and reinjection systems. However, mitigative measures to reduce the
probability of exposure would be implemented.

The implementation of Alternatives GW-1 and GW-2 would result in no
additional risk to. the community during implementation.
Alternatives GW-4, GW-3 and GW-6 would require a 30 year remediation
time. EPA projccts that it would take Alternative GW-2 well in
excess of 30 years and Alternative GW-1 more than a thousand years
to achieve the cleanup levels.

¥. JImplementability

All components (extraction, treatment and reinjection) of Alterna-
tive GW-4, as well as of Alternative GW-3, utilize relatively common
construction equipment and materials and could be easily imple-
mented. In addition, the air stripping and carbon adsorption
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technologies that comprise the treatment aie proven and reliable in
achieving the specdified performance goals and are readily availabla.

In contrast, the treatment technol for Alternative GW-6 (UvV/

oxidation), although successful in °pgzlot runs, has had limited full
scale use to date. Therefore, site-specific pilot scale studies
would be required to confirm its adequacy for the American Thermo-
stat site. 1In addition, UV/oxidation is currently available from

only two sources nationwide. \

All components of Alternatives GW-1 and GW-2 would be easily
inp}mntcd. | .

G. Cost

- ae present worth cost of Alternative GW-4 is $23,044,900.  The
lowest cost alternative is Alternative Gw-1 at $757,000. The
present worth cost for GW-2 is $8,911,300. For Alternatives GW-3
and GW-6 the present worth cost is $18,821,900 and $21,845,200
respectively. .

The costs of the altarnatives and their overall effectiveness were
compared to determine whether the costs were proportional to the
effectiveness achisved. The additional treatment provided by the
carbon adsorption system, within the context of consideration of

the other factors discussed above, was deemed to Justify the

increased costs that would be incurred by selecting the preferred
alternative.

Table 21 lists all of the costs for the six groundwater alternatives
for comparison purposes.

BUILDING DECONTAMINATION
A. Overall Protection of Human Nealth and the Environment

Under Alternative BD-2, all hazardous materials would be raovcd
from the building. Therefore, this alternative would be fully
protective of public health and the environment.

Under Alternative BD-1 hazardous materials would be left in the
building. Human health and the snvironment would remain protected
as long as building security could be effectively enforced and
building integrity maintainead.

B. gCompliance with ARARS

Alternative BD-2 would comply with the relevant action-specific
ARARS. No chemical-specific ARARs exist for building contami-
nation. By definition, no action-specific ARARs apply to the no-
action alternative. .
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C. Long-term Effectiveness and Permanence

Alternative BD-2 would remove all hazardous materials from the
building for either off-site disposal or on-site treatment and’
disposal, so that long-term exposure risks from the building are
eliminated. Alternative BD-1 would only maintain the building in
its present condition, so that hazardous materials would remain in
the building. Public protection would rely on maintaining building
security. :

D. Reduction in Toxicitv, Mobilitv and Volune

Alternative BD-1 provides no reduction in toxicity, wmobility or
volume of the contaminants. Alternative BD-2 provides for complete
reduction in toxicity, mobility and volume, since all contaminated
material would be removed from the building. :

E. ghort-term Effectiveness

Since Alternative BD-2 involves removal and transport of the
contaminants from the building, there are some public exposure risks
as well as environmental impacts from potential waste spills
resulting from a possible transport accident during remedial
activities. Implementation of Alternative BD-1 ghould result in no

additional risks to the community or the environment as long as

building security and integrity could be maintained.

F. Implementability

Both alternatives are readily implementable. Methods and services
for building decontamination under Alternative BD-2 are technically
feasible and readily available. Alternative BD-1 would require
institutional management of the long-term building maintenance
program, whereas Alternative BD-2 would not require any long-term
management.

G. Coat

The present worth costs for Alternatives BD-1 and BD-2 are $4,600
and $284,900, respectively (see Table 21).

State Acceptance

NYSDEC concurs with the preferred soil, groundwater and building
decontamination alternatives.

Community Acceptance
The community has expressed support for the alternatives selected

for remediation of the soil and the groundwater and the decontami-
nation of the building.
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be subject to regulation under Subtitle C of RCRA (in

TIEE_SELECTED REMEDY

Based upon consideration of the requirements of CERCLA, the detailed*
analysis of the alternatives, and public comments, both EPA and
NYSDEC have determined that Alternative $C-5, Low Temperature
Enhanced Volatilization, for treatment of the contaninated soil,
Alternative GW-4, Air Stripping and Carbon Adsorption, for treatment
of the groundwater, and Alternative BD~2, Decontamination of the AT

Building, is the appropriate remedy for the American Thermostat
site. The major components of the selected ramedy are as follows:

- Approximately 6,500 cubic yards of soil contaminated with vocs
will be excavated from the southwestern portion of the site in the
former dumping area between the AT building and Route 23. The
lateral extent of the excavation will be more precisely defined by
additional sampling to detsrmine the extent of the area where
contaminant soil concentrations exceed the socil cleanup levels set
to protect the groundwater during the design phase of the remedia-
tion. 8Scil in the contaminated area will be excavated down to the
water table (approximately 7 feet below the ground surface).
Fugitive emissions will be controlled during the excavation by such
techniques as water spraying, vapor suppression forms, etc. ,

= The VOCs in the soil will be treated using a low temperature
enhanced volatilization technology. .

= Contaminated sediments from the Rath pond will be removed and
will be treated with the contaminated soils. Confirmatory sediment
samples will be collected from the Schmidt and Mueller ponds and
from Tributaries A and B (upgradient and downgradiant of the site)
during the remedial design. Analysis will be for TCL metals only.
In addition, should the confirmatory sampling during the design
phase indicate that the sediments in Tributary B immediately
upgradient of the AT site are indeed contaminated with PCE and TCE
above the soil cleanup levels, those sediments in Tributary B will
also be treated with the contaminated soil. It is estimated that
:oo tc.ubic yards of contaminated sediments will be removed for
reatment.

= The treated soils and sediments which will still contain some
less mobiie organic compounds and metals, will be tested for TCLP
toxicity to determine whether they constitute a RCRA hazardous waste
and will be placed back into the excavation arsas from which they
vere removed. Clean top soil will be placed on the f£il] areas.
These areas will be regraded. l _

= The tresated soils and sediments will be subjected to the TCLP to
deternine whether all the RCRA hazardous wastas contained in them
neet the LDR treatment standards (TCLP concsntrations). 8ince the
treated soils and sediments which pass the tast will meet the LDR
standards and will no longer contain hazardous wastes above health
based levels, as determined by the risk asssssment, th:{ :ﬂ; :gt

u e
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land disposal restrictions imposed by the Hazardous and Solid Waste
Anendments to RCRA) and may be replaced into the areas .from which
they were removed. '

L3

= In the unlikely event that the treated soils do not pass the TCLP
toxicity test, they will be further treated to meet the TCLP
requirements prior to their placement in the excavated areas.

- Contaminated groundwater will be removed from the unconsolidated
and bedrock aquifers by a system of extraction wells, located over
the entire area of the contaminated plume. It will be treated on-
site for removal of the VOCs using a combination of air stripping
and carbon adsorption technologies, and the treated water will be
reirjected in the ground through a2 reinjection system. The ground-
water will be treated to drinking water standards before recharge.
The exact number and location of the extraction wells, the pumping
--wtes and the type of the reinjection system will be specified
during the design phase. '

-~ Contaminated surface water from the Rath pond will be removed
and treated with the groundwater. Treated water will be used to

refill the pond.

- The groundwater treatment will continue until federal and state
standards for the organic contaminants have been achieved in the

groundwater throughout the contaminated plume area or until a point -

has been reached at which contaminant concentrations in the
groundwater "“level off™. At that point, the remedy will be
reevaluated for its effectiveness.

- Hazardous dust would be removed from the building floor by
dusting, vacuuming and wiping.

- The sludges from the drain pits inside the building and 18 waste
oil drums from previous AT operations will be removed and shipped
to an off-site facility for treatment and disposal.

= The drums containing wastes generated during the RI that have
been identified as hazardous will be treated on-site with the soil
and groundwater treatment systems. RI drums that contain solid
matter, other than soil, will be shipped off-site for disposal at
a licensed facility.

- All residuals from the treatment of the soil and of the ground-
water will be shipped to an off-site RCRA hazardous waste facility.

- Air monitoring will be performed prior to, during, and following
construction at the site. Air emissions from the treatment units
during both the soil and groundwater remediation will meet the air
emission ARARs., Environmental monitoring will be required during
the life of the treatment process. In addition, monitoring of the
groundwater at the site will be conducted for a period of 3 years
after completion of the remediation, to ensure that the goals of the
remedial action have been met.
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Renediation Goals’ -
The purpose of this response action is to reduce the present risk
to human health and the environmant due to the contamination.of the
on-site so0il, to restore the groundwater underlying the site ana
throughout the contaminated plume to laevels consistent with state
and federal ARARs and to ensure protection of the ground and surface
water in the vicinity of the site from the continued release of con-
taninants from soils. Since no federal or state ARARs exist for
soil, the action level for the VOCs in soil was determined through
a site-specific analysis. This analysis used fate and transport
modeling to determine levels to which VOoCs in soils should be
reduced in order to ensure no contaminants leach into the ground-
water above MCL levels. Reduction to these levels also would ensure
“hat no excessive risk would result from human contact with soil at
the site. Finally, this ressponse action will result in decontami-
nating the AT building so as to make it suitable for future use.

Under its legal authorities, EPA's primary responsibility at
Superfund sites is to undertake remedial actions that achieve
protection of human health and the enviromment. In addition,
Section 121 of CERCIA establishes several other statutory require-
ments and preferences. These specify that when complete, the
selected remedial action for this site must comply with applicable
or relevant and appropriate environmental standards established
under federal and state snvironmental laws unless a statutory wvaiver
is justified. The selacted remsdy also must be cost effeCtive and
utilize permanent solutions and alternative treatment technologies
Or resource recovery technologies to the maximum extent practicable.
Finally, the statute includes a preference for remsdies that employ
treatment that permanently and significantly reduce the volume,
toxicity, or mobility of hazardous wastes as their principal
element. The following sections discuss how the sslected remedy
meets these statutory requirements.

Rrotection of Numan HNealth and the Envircassnt

The selected remedy protects human health and the environment
through the removal and treatment of the organic contaminants in
groundwater, using air stripping and carben adsorptien. In
addition, treatament of the contaminatad soils through a low
temperature enhanced volatilisation process vill rewove the most
mobile wastes from the s0il, resulting in the elimination of a long-
term source of surface vater and grourndwatar contamination, and it
will mitigate the risks to public health and the environment
associated with the migration of those contamingnts off-site. There
are no short-term threats associated with the selected remedy that
cannot be readily controlled.

-n . -
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compliance With Applicable or Relevant and Appropriate Requiresents
The selected remedy of excavation and on-site low temperature,
enhanced volatilization of contaminated soils along with air
stripping and carbon adsorption of the groundwater will comply with
all chemical-, action-, and location-specific ARARSs.

Cost Effectivenesa

The selected remedy is cost effective because it provides overall
effectiveness proportional to its cost; the net present wvorth value
being $26,102,200. The cost of the soil treatment component of the
selected remedy ($2,772,400) is only 33 percent of the cost of the
excavation and on-site incineration alternative and only 15 percent
of the cost of the alternative involving off-site incineration, and
vet the selected remedy mitigatés, as effectively as those alterna-
tives, all the risks posed by the contaminants at the site. The
cost of the groundwater component of the remedy is approximately 5.5
percent higher than the cost for the UV/oxidation alternative and
22 percent higher than the air stripping option, but it offers a
ruch higher degree of certainty with regard to the effective removal
of all the VOCs from the contaminated groundwater.

Dtilisation of Permanent gSolutions and Alternative Treatment

Technologies to the Maximum Extent Practicable

EPA and New York State have determined that the selected remedy
represents the maximum extent to which permanent solutions and
treatment technologies can be utilized in a cost-effective manner
for the final source control operable unit at the American Thermo-
stat site. Of those alternatives that are protective of human
health and the environment and comply with ARARs, EPA and NYSDEC
have determined that this selected remedy best balances the goals
of long-term effectiveness and permanence, reduction in toxicity,
mobility or volume achieved through treatment, short-term effective-
ness, implementability, and cost, also considering the statutory
preference for treatment as a principal element and considering
state and community acceptance. With regard to the most mobile soil
wastes that pose the major risks at the site, the selected remedy
will offer as high a degree of long-term effectiveness and perma-
nence as the other treatment alternatives, involving incineration,
by permanently removing the source of groundwater contamination and
reducing the risk to human health and the environment. The selected
remedy will result in significant reductions in the toxicity of the
contaminated material (comparable to the reductions achieved by
incineration) through thermal destruction of the organic contami-
nants. The selected remedy is as effective as the other remedial
action alternatives and, compared to the off-gite incineration
alternative, in the short-term it offers the additional advantage
of on-gite treatment thereby reducing the potential risks to
residents along transporta-tion routes. Also, compared to the on-
site incineration, the selected remedy offers the advantage of
reduced stack emissions and release of particulates, thereby
reducing short-term risks to residents. Implementing the selected

39



r F""‘

-

s

remedy is the least i’é%tly treatment optidr 'that is protective of
public health arfd the environment. ' :

The decision to treat the contaminated soil is consistent with
program requirements that state that highly toxic and mobile wvastes
should be treated to ensure the long-term effectiveness of a remedy.
Since all of the alternatives provide approximately the same long-
tern effectiveness, the toxicity, wmobility, volume reductions
achieved, and implementadbility are the major factors that provide
the basis for the selection of the soil portion of the remedy are
short-term effectiveness and cost. The selected remedy can be
izmplemented with less risk to the area residents and at less cost
than the other remedial action alternatives and, therefore, is
determined to be the most appropriate solution for the contaminated
soils at the American Thermostat site. : .

‘“he selected remedy for the groundwater offers as high a degree of
long-term effectiveness and permanence as the other treatment
options of air stripping and UV/oxidation, and it reduces the
toxicity, mobility and volume to a greater extent than air stripping
or UV/oxidation through the destruction of organic contaminants.

The selected remedy is as effective in the short-term as air
stripping and UV/oxidation. With regard to implementability, the
components of the selected remedy and of the air stripping alterna-

tive are easily implemented, proven technologies and are readily -

available. In contrast, the treatment technology for UV/oxidation,
although successful in pilot runs, has had limited use to date. 1In
additiog, UV/oxidation is currently available from only two sources
nationwide. )

The cost of the selected remedy is slightly higher than the other
treatment options (22% higher than the cost of the air stripping
option and only 5.5% higher than the UV oxidation option).

Since all treatment options for the groundwater are reasonably
comparable with respect to long-term effectiveness, short-term
effectiveness, and cost, the major consideration that provides the
basis for the selection of the air-stripping and carbon adsorption
alternative as the remedy for the groundwater is implementability
vhen compared to the UV/oxidation option, and toxicity reduction
when compared to the air stripping option. The technology for the
selected remedy is proven and readily available, and the cardbon
adsorption system when added to the air . stripping option ensures
complete removal of contaminants. N

Rreference for Treatment as a Principal Elsment

The selected remedy addresses the principal threats posed by the
site through the use of treatment technologies by treating the VOC-
contaminated soils in a low temperature enhanced volatilization unit
and by treating the groundwater by air stripping and carbon adsorp-
tion. Therefore, the statutory preference for remedies that
enploy treatment as a principal element is satisfied.
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Lospound
Yelatiles (ug/kg)

Hotlxlm'c Chloride
ichloreethene (Total)
Trichloroethene
Tetrachlersethene

BNA {wy/kg)

Phenanthrene
Fiveranthrene
Pyrene

Senzel{s)anthracene
Bis(2-athylhenyl)phthalate

Chrysene

Senzelb) Flueranthene
Senze(h) flusranthene
Senze(a)pyrene
Indena{),2,3-C0)pyrene
lcno('.h l)nr, ene

Last/PCR (wg/kg)
SETA-BHC
Inarpanics (mg/kg)

Aleninun
Arsenic

(1) Frequency = nuaber of detections per number of vall

r { { [ (
TABLE .
SURFACE SOTIL_SAMPLE ANALYTICAL SIMMARY
Maxioum
Hiniswe Oetected
n Detected Concentration/
Erequency

/Y9 3.0 7.0/5%-9
2/ 35.0 36.0/88-2
6/19 6.0 9,300.0/55%-)
16719 3.0 2,700,000.0/58-3
T4k 15.0 160.0/5%-
2 70.0 166.0/55-1
mm 51.0 276.9/33%-3
2N 41.0 149.9/85-3

k VAL 56.0 3,000.0/55-14
m 11.0 170.0/55-3
n 22.0 170.8/55-3
2/n 4.0 220.9/5%-2

k T4} 12.8 160.0/55-3

whn 140.0 140.0/58-3

1Fak] 196.0 198.¢

”u 100.0 100.0/55-4
20/20 7.370.0 16,200.0/58-11
20720 . 3, 20.0/8%-15
/2 3.0 106.9/83-15
274 0.4 0.4/53%-13
6/20 0.9 3.0/85-1
18718 §24.0 28,700.0/55-5
20/20 10.0 - 19.0/55-10
19/19 5.7 18.0/88-12
16726 11.0 201.9/5%-)
200 14,400.0 32,400.8/5%-1)
20/28 8.2 07.8/58-12
2720 e.08 1.1
0720 1.940.0 9,368.08/55-9
/0 171.8 786.0/35-9
20/20 15.0 30.0/%5-3
9/14 300.8 1,178.0/55-1
5/20 0.4 0.9/5%-9
10/18 279.8 1,120.0/58-9
20/20 10.0 22.0/55-14
18/20 44.0 118.0/5%-7 .

d
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Compound

Yolatiles (ug/kg)
Hethylene Choloride
Acetone
Toluene
Total Xylenes

Inarganics (ug/kg)
Aluainum
Arsenic
Barium
Beryllivm
Calcivm
Chromium
Cobalt
Copper
tron
Lead
Hagnesium
Manganese
Nickel
Potassivm
Vanadium
Zinc

(1) Frequency = number of detections per number of valid analysis.

TABLE 2 .
NELL BORING SAMPLE ANALYTICAL SUMMARY: OFF-SITE

[u.w:mm

3/6
6/6
4/6
2/6

6/6
6/6
(74
4/4
6/6
6/6
272
6/6
6/6
6/6
6/4
6/4
6/4
N
S/5
6/6

Hinimum
Detected

Concentrarien

17,300.0
7.3
4,670.0
161.0
21.5
1,100.0
n.2
50.8

Haximum
Detected
Concentration/

57.0/w8-3
290.0\8-3
44.0/W-2
4.0/\W8-1

11,100.0/8-3
10.4/V8-3
45.1/ -1
1.3/8-2
51,300.0/¥8-1A
19.1//8-1
15.0/v8-3
£8.6/W8-2
27,900,0/¥8-1
11.6/M8-1
9,050.0/\8-1A
822.0/V8-2
39.1/¥8-3
1,130.0/8-2
16.9/¥8-1
80.8/48-1

27,25
A |

Mean
Yetected

WU N -

3.
22,666.6
9.5
6,770.0
566.0
2.4
1,115.0
13.5
66.0




Conpound
© Yelatiles (ug/kg)

Acelone
Tetrachlarsethene

Inorganics (vwg/kg)
Alumi nus
Arsenic
Sarium
Berytiium
Calcivm
Chrealum
Cobalt
Copper
iren

Lead
Hagnesiom
Hanganese
Niche)
Petassim
Vanadium
Zine

fraquency

2/4
2/4

4/4
4/74
m
6/4
n
a/4
272
A4
4/4
4/4
4/4
44
4/4
mn
n
474

TABLE 3
YELL DORING SAMPLE ANALYTICAL SUMMARY: ON-SITE

(n

Nintounm
Detected

83.0
3.0

7,700.8
1.6
4.7
1.2
1,400.0
1.8
".e
22.8
20,000.0
9.6
3,00.9
602.0
22.4
1,150.0
1.1
60.1

(1) Frequency = nusber of detections per mumber of valid analysis.

Haxiswm
Oetected
Concentration/
~location

7.0n8-5
18,000.08-5

11,401.0N8-5
12.7/A8-5

S 2084
1.3/8-5
37,600.0n8-3
16.2/8-4
13.5/8-5

65. 1184
25,900.0N8-5
19.4N8-5
5,710.0/M8-4
912.0/V8-4
26.0//8-4
11,150,004
17.9/8-5
81.2/n8-5

38.7
23,325.0
- 13.0
3,912.5
151.2
25.6
1,150.0
1.6
68.2




TABLE 4

QUILDING FOUNDATION BORING SAMPLE ANALYTICAL SUMMARY

Compound
Yolatiles (ug/kg)

Methylene Chloride
Acetone

Carbon Disulfide

1,1, 1=-Trichloroethane
Tetrachloroethene
Toluene

Ethylbanzene

Total Xylenes

DNA (vg/kg)

8is(2-athylhexyl)phthalate
Pest/PCB (vg/kg)

BETA-BMC
Arochlor 1260

Inorganics (mg/kg)

Aluminum
Arsenic
Barivm
Beryllium
Cadnium
Calcium
Chromium
Cobalt
Copper
{ron

Lead
Magnesium
Manganese
Nicke)
Vanadium
2inc

(1) Frequency = number of detections per number of valid analysis,

frequency

1/12
6/12
179

2/12
6712
112
/2
N2

2/3

173
13

1m/n
"
5/8
m
1/9
9/9
mwn
6/6
6/8
mwmn
AL
wmn
11l
N/
9/9
nm

MHinimum
Detected

Concentration

N B
- @D HDON
. -

. H
OONWNewONeO

Maximum
Detected
Concentration/

47.0/8F-4
840.0/8F-4
0.6/8F-2
1.0/0-5
390.0/8f-4
74.0/0F-4
3.0/0F-%

13.0/0F-5

1,100.0/8¢-5

6.4/0F-S
$10.0/8f-5

13,700.0/8F-5
13.2/8F-4
65.8/8f-5
1.4/8F-4
1.5/8F-4
36,300.0/0F-4
22.1/8F-S
13.9/8F-2
44.7/8F-4

2’ .5“ -0/3’-2
©30.8/BF-3
4,600.0/6F-5
1,170.0/8F-2
31.3/8F-5
23.9/8F-5
79.1/8F-5

Mean
Detected
Concentration

5
PNRARs DD =~
.
WONWOIO

~N

N~
IR

850.0




TABLE 5 .
GROUNDMATER SAMPLE AMALYTICAL SUMRMARY: ON-SITE

Max{mum
Hinteym Detected Hean
n Detected Concentration/ Detected
Covnaund Eraquency Concentration —lacation —_  Cencentra
Yalatiles (vg/1)
Viny! Chloride 218 19.¢ 158.0/0F -4 84.5
Chloreethane 1718 6.0 6.0Nm-5 6.0
1. Y-Dichlsreathene 5715 0.0 2.0\n-4 0.6
1,2-Dichlereathens (Tetal): 1718 1.0 9.0/1-29 5.0
Chilersfors /18 e.9 6.0/8F-4 3.4
1,2-0ichleresethane 2/18% 4.0 S.0N8-4 4.5
1,1, 1=Trichloreethane 15 1,500.0 1.500.0/0-14 1,500.0
Trichlorsethene 10/18 0.9 8/0F-4 230.0
Tetrachlareethene 18718 4.0 31,000.0/0-14 1,712.8
Teluene /4 2.0 3.0NnB-4 2.5
1,1,2,2-Tetrachlorsethane - ns 26.0 100.0/1-29 57.3
A (vg/1)
W-Kitresediphenylanine $/7 2.0 14.0 5.6
1sorcanics (vg/1)
Aluminem 18/18 $57.0 326,000.0/R-14 $1,686.
Antieeny 113 119.0 119.0/R-14 119,
Savium 3/13 287.0 2,490.0/8-14 1,688,
SerylHum 3/12 S.9 . 0.2/R-=14 15.
Cadutonm 2713 8.7 32.2/R-14 19.
Caltctum 12712 5.960.0 106,000.0/0F-4 36,060,
Cwonlun 12714 "n.o - S21.0/0-14 117,
Cobalt k¥, ] $1.2 641.8/0-14 440,
Copper 10714 3.0 629.0/R-14 180.
fren 18716 24,200.0 650,9009.0/R-14 173,700
Lead . 18718 21.2 1.610.0/R-14 3a3.
Megnesiva 9/9 6,930.0 146,008.0/R-14 41,794,
Hangonese 15713 171.0 6,120.0/R-14 1,607.
Hercury /15 0.6 0.6/M-14 ]
Nicke! 6/11 53.4 1,000.0/R-14 39
Potassivm n 6,900.0 38,400.0/R-14 18,593.
Sediwm 10718 18,900.0 T 142 ,000.00-4 96,460
Vanasdivm 2/5 107.0 458.0/R-14 . g:g

Lirowarbarawosarnroan

Zinc RiTAL 294.0 4,960.0/R-14
(1) Frequency = number of detections per nusber of valid analysis. :




TABLE 6
SBOUNDVATER SAMPLE AMALYTICAL SUMMARY: OFF-SITE

Hinimum Haximum
Oetected Detected Mean
m Concentration Concentration/ Oetected
Compound Erequency
. Yolatiles (ug/1)
Chloromethane 1729 2.0 2.0/W=1A 2.0
Methylene Chloride 3/16 3.0 4.0/8-26 3.3
V,1-Dichleroethene 4/19 0.6 0.2/R-19 0.1
1,2=-Dichlereethens (Tatal) $/729 0.0 2.4/R-§ 0.6
Chleroform 3/29 0.9 220.0/R-11 82.3
1,2-Dichleroethane $/29 3.0 4.0/v8-3 3.4
Carbon Tetrachloride /29 2.0 2.0/R-16 2.0
Trichleroethene 11728 0.0 85.0/R-6 15.7
2-Hexanone 2/26 4.0 10.0/W8-1A 7.0
Tetrachloroethene 18729 0.0 1,800.0/R-11 374.2
Toluene /21 2.0 6.0/0-26 4.3
1,1,2,2=-Tetrachloroethane 1729 4.0 4,0/R-19 4.0
Inerganics (uvg/1)
Aluminum 19721 165.0 163,000.0/W8-1A 26,342.6
Antimony 1724 68.9 68.9/W8-3 68.9
Arsenfc s/11 10.2 60.4/W8-3 36.7
Barium /9 115.0 1,060.0/W8-2 481.1
Beryllium 4/23 5.2 7.8/W8-3A 6.7
Cadmnium 1/24 5.1 23.4/R-21 10.4
Calcivm . 25/28 5,750.0 507,000.0M8-2 77,629.6
Chromium 11724 9.3 511.0N8-2 105.6
Cobalt 3/23 90.8 179.048-3 142.6
Copper 10/21 32.0 2,870.0/R=1) 656.7
Iron 25725 300.0 343,000.0/WB-2 94,502.0
Lead 21727 10.6 420.0/0-26 137.7
Hagnesium 20/20 5.450.0 130,000.0/\8-2 23,121.8
MHanganese 28729 30.0 10,900.0/\8-2 1,340.6
Mercury 1729 0.2 0.2/WB-1A 0.2
Hicke? 3720 250.0 469.0/W8-2 369.6 .
Potassium 8/12 838.0 45,600.0/\8-1A 3,824.7
Sodium 26/26 7,370.0 175,000.0-5 56,206.5
Vanadium 4/26 50.1 329.0/W0-2 2.7
Tinc 20726 24.7 2,020.0/R-19 623.7

(1) Frequency = number of detections per number of valid analysis,

P
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TASLE 7
SURFACE WATER SAMPLE ANALYTICAL SUMMARY: ON-SITE
Naxioue
. Minisum Oetected
(1) Oetected Concentrat l_ul
Yalatiles (ug/1)
Viay! Chleride 2/8 5.0 7.0/54-8
Nethylene Chleride s 210.0 pAL K |
Acetene 74 ] 4.0 4.0
1,1-Dichlersethens 2/ 0.7 2.4
1,2-Dichlersethene {Tetal) 2/35 210.0 648.9//5v-8
1. 2-Bichloresathane 5 _ 3.0 3.0
Trichlersethene a5 2.0 320.0/5%-26
1,1,2-Trichlereethane s 3.0 3.¢
Tetrachloreethene vs 6.8 48,000.0/5%-8 .
Tolvene s 1.0 1.0/54-30
04 (vg/1)
Senzelc Acld 1 V4] 4.9 4.9/%4-26
Inargeaics (vg/1) .
Alowl nuw 2/3 443.9 563.9/54-320
Calctom 8/5 6,160.0 71,180.0/54-26
Copper 2/4 84,7 17.8/5u-28
1ren 272 703.0 1,360.9/5%-30
Hegnesivm wm 8,470.0 8,470.9/M-29
Sedium s/8 41,000.0 145,000.0/5%-28
3,780.9/5%-28

2ime r 7h 6308.9

(1) Frequency = aveber of detections per nusber of valld analyses.

Hean
Oetected

Cancentration

6.0
21.0
4.9

1.3
435.9
3.0
127.2
1.0
9,931.9
S Le
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TABLE 8

SURFACE WATER SAMPLE AMALYTICAL SUMMARY: OFF-SITE

Compound
Yolatiles (ug/1)

Viny} Chloride

Hethylene Chleride

Carbon Disulfide
1,1=-0ichlercethens
1.,2-0lchlovoathene (Total)
Trichloroethene
Tetrachloroethene

BNA (ug/1)

Phenanthrene
Anthracene
Fluoranthrene

Pyrene
Banzel{a)anthracene
Chrysene

Di-n-octy! Phthalate
Benzo(b)fluaranthene
Benz0{k)fluoranthene
Sen20{3)pyrene
Indeno(1,2,3-C0)pyrene
Benze(6,H,1)perylene

Inorganics (vp/Y)

Aluminum
Barivm
Cadniuvm
Calcium
Chromium
Copper
Iron

Lead
Magnesium
Manganese
Horcur{
Patassivm
Stlver
Sodium
2inc

(1) Frequency = number of detections per number of valid analyses.

Erequency

4/17
2/14
117
’n
41
s/
S/

114}

5/10
/5

an
1171

1w
2/14
1ZAL ]
/15
n/n
10/12
1718
6/7

2/
LAl
4/15

m

Hinteum
Detected

BNAMAWNAIWDWY

OO DON= WO =
.
OO LWOWIOODDVOO

Haxnimum
Detected
Concentration/

31.0/54-21
6.0/5%-18
15.0/54-27
0.4/54-20
510.0/5w-21
200.0/5u-21
1,000.0/54-20

13.0/5w-27
3.0/5%-27
18.08/5%-27
13.0/5W-27
6.0/5W-27
5.0/5W-27
1.0/54-27
3.0/5%-27
4.0/5%-27
4.0/58-27
2.0/5%-27
4.0/5%-2)

1,060.0/5W-22
26.0/5W-22
9.7/5%-19
80,600,0/5N4-27
11.0/58-22
7.0/5M-22
1,630.0/5W-22
7.3/5%-27
10,200.0/54-27
407,0/54-18
0.3/5W-22
5,920.0/54-25
19.0/5W-18
77,100.0/5W-27
68.8/54-23

Mean
Oetected

13.4
5.8
8.2
220.2
80.9
472,

-
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r 4 .. 1
Covpnund
Yalatiles (wg/ke)

Vinyl Chloride

Hathytene Chloride
Acetone
1,2-O4chisresthene {Totsl)
2-Butanene
Trichlorsethons
Tetrachlereethene

WA (vy/hg)
4-Hethylpheno!

Di-n-butyiphthatlate
ﬂmﬂllr::-

Mt
Benasls)athracens

u:zo ) Plusranthene
hudmanm
Benzet '

lnnﬂln {my/kg)

(1) Frequency = nusbar of detections per aumber of valid analyses.

( . r" r’./. ( r.—v- ( -
TABLE 9
SEOINENT SAMPLE AMALYTICAL SIMMARY
: Haximum
Hinloue Detected
(n Detected Cencentration/
Ersguency —lacation
179 7.0 37.0/5%-20
1/9 6.0 26.0/%5%-6
n 21.0 91.9/%%-2
49 3.0 £30.0/9%-20
2/9 6.0 13.8/50-20
39 4.0 R.¥ '
/9 2.0 53.0
17 108.0 100.0/5%%-20
n 4]3. 30.0/%N-6
7 3.0 31.0/5u-20
wm 29.9 230.4/50-6
W 224.0 20.0/54-4
an 3.0 S/75u-2¢
mnmn 5.8 83.3/9-20
277 4.0 19.8/5%-20
n 54.0 76.9/59-2¢
271 Q.0 9.8/54-2¢
11741 7,260.0 21,400.0/50-8
\FAL 21.0 27.9/54-18
171 1.9 3%.1/50-8
1010 9.0 120.0/%5u-19
rZAL 9.5 2. 7M.
an 2.2 3
99 1.330.¢ 14,000,
mwm 9. .
473 8.1 12 G5
10718 16.¢ 144.0
1wn 15,000.0 45,000.0/%%-8
v9 12. 114.0/75%-20
mwn 1,930.0 7,130.0/%-8
wn 9. 3,150.0/%¥
27 3.9 12.6/%-19
18/1% 12.8 28.775%-8
4% 227.¢ 601.0/5%-22
It 166 ugmmg
| | . R
/5 14.8 7.075%-20
nmn 10.0 2. 7%-8
mwn 4.0 1,539.0/75%-8
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TABLE 10

SLUNGE_SAMPLE ANALYTICAL SIMMARY
Haxiowm
:!“'t‘ht-d c Detected Mean”

Comoound Erequancy(!) etecte oncentration/ Detected
Yolatiles (wg/kg)

1,2-Dichloroethene (Total) 3/5 . 6.8 1,000.0/5L-1 352.6

Trichloroethene /5 5.6 5.6/5L-) 5.6

‘Tetrachloroethene 5/5 1.0 20.0/8L-1 10.1
ONA (mg/kg)

Di-n-Buty! phthalate /5 21.0 44.0/5L-1 8.0

Buty! Benzyl Phthalste 8/5 2.0 650.0/5L-) 305.4

Bis(2-EthyYhexyl )Phthalate 4/5 5.0 240.0/5L-1 143.7

Di-n-Octy! Phthalate /5 11.0 11.0/5L-1 1.0
Last/P(l (wg/kg) :

Arochlor 1254 4/5 7.8 22.0 14.9
Inorapnics (mo/kg) '

Aluminum 8/5 8,430.0 24,400.0/50L-3 17,186.0

Gar{um 4/8 209.0 3,150.0/5L-Y o 1,492.2

Cadmiim 4/5 19.0 160.0/5L-1 82.0

Calcium $/5 4,620.0 4%,700.0/5L-3 18,610.0

Chromium 5/5 29.0 764.0/5L-1 306.4

Copper s/5 4,100.0 32,700.0/5L-1 13,922.0

Tron 5/5 14,800.0 72,600.0/5L-1 39,880.0

Lead 8/5 422.0 1,880.0/5L-1 1,118

Cyanide /5 2.0 2.0 ) 2.0

Magnesium 8/5 2,060.0 13,900.0/5L-1 9,342.0

Manganese $/5 110.0 $85.0/5L-1 306.6

tercury 5/5 1.6 4.8/50-2 2.3

Nicke! s/5 140.0 3,020.0/5L-1 1,218.0

2inc 8/5 2,690.0 12,800.0/5¢L-1 7,304.0

(1) Frequency = number of detections per number of valid analyses.




Canpound

Yalatites (ug/)
Trichloreethene

A (vg/1)
Phensathrene

Pest/ICR (vg/)
Chlerdane

1nsrganics (uwg/?)
Alunloum
Astimeny
Arsenic
Calctom
Chronion
Cepper
lren
Lead
Hercury
Nickel
Selenium

(1) Prequency s nusber of detections per nuaber of valid analyses.

{~ { C . {
TABLE 11
ORUM_SAMPLE ANALYTICAL SIBMARY
. Hinimum

Oatected

Erequency! )

2/8 210.0
176 6.9
/6 20.0
/8 3,540.0
/8 12.0
/8 2.0
2/8 1,140.0
2/8 2.0
2/8 5.0
3/8 386.0
178 100.0 .
a/8 0.0
778 4.9
"7 1.0

Haximum
Oetected

230.0
6.9

- )
- -
- (7 ]

(-]
- -
_s E8u dnsd

Mean
Detected

220.0
6.9
20.9

3.50.0
12.0
2.0

1.165.0

2.0
29.0
2,688.6
100.0
0.4
490.0
1.0



EXZIEIT 12

ANMERICAN TEERMOSTAT SITE
SU!“'J"Y CF_INDICATOR CEEMICALS IN AREA MATRICES

Surface,/
Subsur
Grounéwater Soils

_Surface
xhater

b

VOLATILES .
Tetrachloroethylerne X X X X
Trichloroethylene X X X X
Chleoroform X - - -
1,2 Dichloroethane X - - -
1,1-Dichloroethere X - - -
1,1,2,2-Tetrachloroethane X - - -
Vinyl Chloride X - X X

TNORGANICS
Arsenic X - - -
Cadmiumr? X - - -
Chromiumr* X - - -
Leag* X b 4 - X

BASE NEUTRAL/ACID EXTRACTABLES
Bie(2~-ethylhexyl }Phthalate - X - -
N~-Nitrosoéirhenylamine X - - -

X: Indicates compouné was detected above site ané relevant background
levels and has been gelected as an indicator for the medium.

=: Indicates compound was not selected as an indicator for the medium.

Indicates noncarcinogenic indicator chemical. All remaining contaminants

listed above are potential carcinogens.

\1‘
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TABLE 13

s’ AMERICAN THERMOSTAT SITE

EXPOSURE ASSUMPTIONS FOR DIRECT CONTACT WITH

SURFACE WATER AND SEDIMENTS

Rarametel

Age During Exposure
Duration of exposure

Frequency of exposure
(events per year)

Average Body Weight
Sediments
Sediment Ingestion Rate
Gastrointestinal Adsorption
Sediment Adherence Rate
Surface area
exposed
mg/cm

Dermal Adsorption Rate

Surface Water
Amount Accidently Ingested
Surface Area Exposed
On-Site Drsinage Areas
Schmidt/Roth Ponds

Hours Exposed

Most
Probable
Lase

6-15 yrs
5 yrs
36 days/yr

35 kg?
25 mg/qy
S0%

0.5 mg/cm?

0.6%

100 ml

1200 cm?
7700 cm2

Realistic
Worst
—lase

6-15 yrs
9 }rs
60 days/yr

35 kg?
100 mg/day
100%

1.0

0.12%

150 ml

4890 cm?
7700

BOURCES :
1 Anderson, et al., 1985

2 USEPA Exposure Assgssment Manual, 1988

NOTE: Average and upper bound surface water evalustions
sssume whole body exposures assuming average and upper 90%ile
Average sedimgnt exposure

body surface areas (for children).
evaluations assume exposure to hands anl
evaluations assume exposures to hands, 1093 and feet.

set only; worst-case



_TABLE 14

AMERTCAN THERMOSTAT SITE
ASSUMPTIONS USED 1O ESTIMATE CXPOSURES TO ON-SITE SIMFACE $OILS (0-1')

DIRECT_CONTACT AND _TMALATION PATIWAYS
CURRENT_USE SCENARIDS: CNILDREN

Average Exposure

Caramgter ~Best Estimale. Maxiswm Case Source ‘

Age During Expesure 6-13 yrs 6-15 yrs — A
Durstion of Expesure S yrs . 9 yrs —
frmom:y' 72 events/yr . 150 events/yr —
Average Bedy Veight? 35 kg 27 vg USEPA, 1985
Soil Ingestion Rated 100 wg/event 100 mg/event USEPA, 1989
Tngestion Bloavailability? 50% 1002 Polger and Schiatter, 1980
Oerwmal Contact Rate 752.8 wmg/event S500 mg/event —

Soll Adherence Rate 0.8 mg/ce? 1.0 mg/co? Schaum, 1985

Surface Area Exposed Exposed 1505 cod 5500 cw? USEPA, 1985
Dermal Abserptien Facterd 0.6 1.2% Yang et al., 1986a, 1986b
Respiratery Valume (o3/hr) 1.5 &3/ $.7 wshr _ USEPA, 1988
Inhalatien Abserptisn factor 25% 100% USEPA, 1988

Trrequencies given for average exposure scenarios assume a child visits the
site 2 days/week for 9 menths of the year. Assumed maxisum values are approximately
two times greater.

2Qtean body welights for assumed age distributions. Source: Development of Statisticel
Distributiens er Ranges of Standard Facters Used In Expesure Assessments (USEPA, 1985).

3o ingestion rates, assumed te be 100 1/“, for all age groups, were taken from
recently promutgated USEPA guidance (1989).

‘Aburpuon facters are based on studies of TCOD (dioxin) absorption from sell and fly ash (Polger and Schlatter, 1980).

Spermal absorptien factors cited sbove alse Include & dermal hioavailability factor of 15%
per Poiger and Schiatter (1980).




TARLE 15
AMERTCAN THERMOSTAY SITE

limm(m.éﬁl&l SPOMIMES VO _SURFACE AND SU0SUREAC L3 10-1%)
| £ CONTACT_AMD THIALA s £t

Yrrequencies for both sverage
vaek vacation),

23011 fngestion nm
vocently promi '&W-

’m.rﬂhn factors are based oa studlfes of TCOD (dienin) shserption from sell and fly ash (Feiger and Schlatier, 1980),

te be 100
ldance (1909).

Paramter . it o o P - Seurce
_Age During Exposure At Adult —_—
Durstion 1¢ yrt N yrs ———
. 'nquny‘ 238 d/yr . 20 dystyr —
Average Bedy Welght 7 &g 78 kg USEPA, 1988
Sell Tagestion Rate? 100 wy/day 108 mg/day USEPA, 1909
Tngestion Bleavallabitiny? sex 00t Pelger & Schiatter, 1960
Dermsl Centact Rate 1000 my/event 8709 mg/event —
Soll Adherence Rate 0.5 sy/en? 1.0 ag/cn? Schaww, 1965
Surface Area Expesed 2160 o? 0708 oo? USEPA, 1985
Derma} Absorption Facter? 0.6% .22 Yang et al., 1984a, 1986b
Respirstery Velume 1.3 /e 7.0 &3k USEPA, 1908
Iahalation Absearptien Facters 3% 1002 USEPA, 1908

a0d man anpesure scenaries sssump 8 aduit werks
an-site in the absence of nu‘hﬂu ] mmm for 1.3 menths (accounts for 2 . ..

'doy for all age grewps, were taken frem

49ersal shserption factors cited sbeve Include 3 dermal Bloavailability factor of 15%

per Polger and Schiatter {1980).




EINISSION RATE FOUATION
PARANETER DEFINIT{ONSS

1 € o DCotac (P 4/3)0/d

t o enlesion rote of compound from soll (g/sec)
0 o diffusion coslficiont of campound in olr (cn*2/sec)

Cs = saturstion veper concentrotion of conpenenet (g/cm”3)
A = gource ares (en*2)
P o total seil peresity (dimemeieniess)
N a frection of ¢

d = gffective depth of soll cover:

€ NeAn pCE
€ NEAN 1CE

urpte 23X ect
uPPER 25X TCE

nANTN PCE
MRImmM CE

»
otre
COEF
m2

0.07404
0.08116

0.07404
0.08116

0.07404
0.0011¢

VAPOR
PRESSURE
" Ny

"
s7.9

\ [}
s?7.9

1)
sr.0

wae 16

ANERICAN THERMOSTAT SETE
lll”tl SOIL VOLATILIZATION PATMUATS: EXPOSURE POINT CONCENTRATIONS
ENISSION RATE CALOULATIONS FOR SURFACE SOILS

in the sell/uaste (g mole/g mole)

[ §
wnr
o/nele

Cs
SATURATION
VAPOR PR
c/n°3

sescessseosflecccccncse

145.8)
131.3

163.089
131,39

145.03
131.39

0.0001270
0.0004 143

§.0001270
0.0004183

CROUND LEVEL CONCENTRATION EQUATION: C » E\(Oy*02°3.14%uS)

PARAMETER DEFINITIONS:

15 em 0.3 f0)

’
oL
POROSITY

!

PeL/3
$oIL
POROSITY
“4/3

essescans

8,200910
7,200910

N RS IP PN e NENEE0eettacs s tetoliasotontotornoacitt o o tacnstsltaersetactttonit s isstttaserlerereottosantsitnrsasettetstessonnadasossssssannss

n
ConTAN
FRACTION

/s

2.418-08
9.00¢ - 09

1.20€-03
7.00€-09

2.706-03
9.308-06

€ = cencontration of substance in g/»'3 (essumed 100m dounwind of the site)
E = enission rete of cavpound from seil (g/sec)
Oy = dispersion coeflicient In the latersl direction (m)

Ot » dispersien coefficient In the vertical direction (m)
WS o wind speed, 4.7 w/see

d s effective depth of soll cover:

* 5, %

18 em (0.5 1)

D!"l
Soit
cn

13
15

15
15

15
LH]

tAssumes Stebility Class O
fAssumes $Stability Class D)

tmssm
RATE
9/sec

2.73t-04
3.68¢-08

1.36¢-03
2.85¢-08

3.06¢-03
3.79¢-0%

L 'S

Oy Os ¢
LATERAL VERTICAL | VIND | CrOuUND LEVEL
OISPERSIOW [DISPERSION|SPEED |CONCENTRATION
COEf (m) | COEP (m) |w/sec /w3
4 4.7 { &8 $.74e-00
? 4.7 | 4.6 1.7€-11
14 8.7] 4.8 2.86¢-06
7 471 L& 6.00¢-11
? .71 &6 6.44¢-08
4 47| &6 7.97T¢-08
e L S
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WIBIT 17 2
AMERICAN THERMOSTAT SITE

CANCER POTENCY PACIORS MO WEIGET CF EVIDENCE CLASSI FICATIONS:
[ =

(mg/x o )’ WEIGD
CHEMICAL 'W_il_‘y'_— TNAATION wmmg sorrcr?
ARSENIC 1.82+00  1.SE+01 A CAG
CADMIUM NA 6.1E+00 " Bl CAG
GIROMIUM |
(HEXAVALENT) NA 4.1E+01 A oG
N-NITROSOOIPHEN/LAMINE  4.92-03 M B2 . oG
1,2 DICI_OROETHANE 9.15-02 . 9.15-02 B2 CAG
1,1 DICHLOROETHYLENE - S5.82-01  1.16E+00 c fEA
1,1,2,2 TESRACHLORO-  2.0E-01 2.0E-01 c G
ETHANE :
TETRACHLORO- 5.18-02 NA B2 oG
ETSYLENE
TRICHLORO-
ETHYLENE 1.1E-02  4.6E-03 B2 cAG

1 cCancer potency factor for each exposure route as defined by IRIS (ZPA
1989). EDA Weicht of Evidence classifications ace Gefined as follows:

Group A - Human Carcinogen. Sufficient evidence from epidemiologic
studies to support a causal association between exposure and
cancer,

Group Bl - Probable Buman Carcinogen. Limited evidence of
carcinogenicity in humans from epidemiologic studies.

Group B2 - Probable Buman Carcinogen., Sufficient evidence of
carcinogenicity in animals, inadequate evidence of
carcinogencity in bumans.

Group C - Possible Buman Carcinogen. Limited evidence of
carcinogenicity in animals.

2 Source: EEA = Bealth Effects Assesmsent Document
CAG = Carcinogen Assesmwent Growp

NOTE: Por those compounds where inhalation criteria are not available,
oral criteria will be used as the cancer potency factor in enluatlm _

potential risk posed by those compounds.



EXHIBIT 18

AMERICAN THERMOSTAT SITE

CHEMICAL

CADMIUM (WATER)
CADMIUM (FOOD)
ARSENIC
MERCURY (INORGANIC)
CHROMIUM (HEXAVALENT)
CHLOROFORM
TETRACHLOROETHYLENE
BIS (2-ETHYL-HEXYL)
PHTHALATE
CHROMIUM
(TRIVALENT)
LEAD

REFERENCE DOSE
{mg/kg/day)

5.0E-04
1.0E-03
1.0E-03
2.0E-03
5.0E-03
1.0E-02
1.0E-02

2.0E-02

1.0E+02
1.1E-03

NOTES:
1) RfD VALUES PERTAIN TO CHRONIC INTAKE.

2) SOURCES ARE EITHER USEPA REFERENCE DOSE WORK GROUP (RfD)
OR USEPA HEALTH EFFECTS ASSESSMENT GROUP (HEA)

USEPA

RED
RED
RED

RED
RfD
RED
RED

RED
MCL

3) CHEMICALS IN BOLDFACE ALSO EXHIBIT CARCINOGENIC TOXICITY



*Recommeded” Carel f¢ Contaminants
Action At GM Concentration:
On-Site Concentrations 0ff-Site Concentrations Leve) Action Leve) Raties
| . On-Site Off-Site
Cancer Ground- .
Geometric Geometric Petency 10-8 Risk water Geom Geom
Carclnegenic Mean Hariowm Mean © Maximum ~1 Action Level  Conc. Mean Max  Mean Max
Earameter ugll ug/l voll ug/l ___wsg/kg/day ug/l uo/L (1) Source _ wo/.
Tetrachloreethene 548.18% 24000 23.73 310000 5.10¢-92 0.69 s.0 NYS MCL(1) 109.6 40800.0 4.7  62000.0
Trichloreoethene 25.6 446 3.1 ) 240 1. 10€-82 3.18 5.0 NYS MCL{T) S.!  88.8 0.6 4.0
Vinyl Chieride 7.42 150,000 3.75 5.0 2.00¢-0!) o.18 2.0 NYS MCL(T) 3.7 75.8 1.9 2.5
Argenic s.5 9.900 8.72 245.0 1.80E+00 0.62 25.0 NYS MCLEY) 1) 2.0 17 9.0
1,1,2,2-Tetrachlore~ .
ethane s.27 100.000 2.48 2.5  2.00£-0) 0.8 s.0 NYS MCL(1) 1.1 20.0 0.8 6.5 -
1,2-Bichlersethane 2.7% S .62 4  9.10€-02 0.38 5.0 NYS MCL(F) 0.6 1.0 0.5 0.0
1, 1=Dichlorsethane 1.63 2 1,38 2.%  S5.00£-81 0.86 5.8 NYS MCL(1) 0.3 0.40.) 0.5
N-Nitresediphenylamine 5.4 14 NO 5 4,90¢-03 2.14 50.0 NYS MCL{Y) 0.) e.Jm 0.1
Chlereform 2.3 2.3 3.00 200 6.)0£-03 5.74 100.0 NYS MCL{Y) 9.02 0.030.03 2.2
“Recommeded" Carcl ic Contaminants
_Action At GM Cencentratien:
On-Stte Concentrations  OFf-Site Concentrations Level Action Level Ratles
On-Site Off-Site
. Cancer Ground~- :
. Geemetric Geometric Petency 10-6 Risk water ) Geom Geem
Noncarcinegenic Meam Manioum Mean Maximum -1 Action Level Cenc. Mean MNax  fean Max
" Earameter —uell nell — e/l —nel) __ melke/day ug(1 wo/l {1} Sew . L__well__ well
Lend 83.24 176 95.78 1610 1.14€-03 9.9 25 WNYS MCL(2) 3.3 6.8 3.8 66.4
Chromlum {VI) 20.391 9.4 13.94 521 S.00€-43 173.0 ¢ . NYS MCL{2) 0.4 1.8 03 104
Cadnium 2.8 82.2 4.9 23.4 $.00E-04 1.5 10 NYS MCL(2) 0.3 0.7 8.4 3.2

(1) Seurce: NYSDOM Bureau of Public Mater Supply and Protection Regulations for Standards Limiting Organic Chemical Containation in Drinking Mater, Nevesber

23, 1988 (10 NYCRR S). ,
(2) Sewrce: m‘rsocc-m Asblent Water Quality Standards and Guldance Values, April 1987. .



AMERICAN THERMOSTAT SITE
PROPOSED SOIL ACTION LEVELS
CURRENT _AND FUTURE SITE USES:
[H _SOILS
Recosmended Soil Action Levels: PPM
On-Site Surface Soil Concentration Current Use Exposures Future Use Expesures
Cancer Best Upper Best Upper
Geometric Upper Potency Estimate Bound Estimate Bound
Carcinegenic - Heam itadian Quartile Haximum - Exposures Exposure Exposure « Expesure
Barameter malke nlke my/kg po/ke wg/kg/day m/kg —mg/ke
Tetrachloroethylene 2.406 4.650 1200.0 2700.0 S.10E-02 891.8 84.9 270.0 10.6
Trichloroethylene 0.009 0.003 . 9.3 1.10€-02 4142.4 393.5 1251.6 5.5
Bis(2-ethylhexyl)~
phthalate ' 0.021 0.183 0.4 6.84E-04 66616.9 6327.9 20128.5 1390.5
{ { { |
Lo L C
L LS G O Y S




TABLE 21

COST ESTIMATE SUMMARY OF ALTERNATIVES

201K

{”' S SRR SO G K Guil rentE G ol o

Capital Total Present Worth

Alternative : Cost Annual O & M 5% Discount Rate.
8C~1 - No Action $ 26,500 $ 44,400 -] 736,800
g§Cc~3 ~ On-8ite Incineration $ 8,322,800 0 $ 8,322,800
8C~4 -~ Off-Site Incineration $17,918,700 0 $17,918,700
8C~3 - Low Temperature $ 2,772,400 0 $ 2,772,400

Enhanced Volatilization
GROVNDUATER ALTERMATIVES
GW~1 - No Action $ 22,100 $ 46,000 $ 757,000
GW-2 -« Limited Action $ 234,800 $ 577,900 $ 8,911,300
CW-4 - Air Stripping/ $ 2,995,200 $1,304,300 $23,044,900

Carbon Adsorption .
GW=6 -~ UV Oxidation $ 3,263,500 $1,208,800 $21,845,200
RUILDING DECONTANINATION ALT.
BD-1 - No Action ) $ 3oo - $ 4,600

$ 284,900 $ 0 -] 284,900

BD-2 - Decontamination




)
-

—

APPENDIX A
PROPOSED REMEDIAL ACTION PLAN POR AMERICAN THERMOSTAT SITE
SOUTH CAIRO, NEW YORK
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commercial purpose. However, the new owner or operator would
have to tolerate the presence of a continually operating water
treatment unit. EPA understands the importance that this
facility has played in local economics in the past and will
explore the possibility of releasing portions of the site for use
prior to total site remediation. .

Comment: A resident asked what purposes the vater could be used
for in the future at the American Thermostat site.

=T) Response: No entity may make use of the water in its
existing state. However, if an entity processed and treated
their own water, they may use it for whatever otherwise purposes

they see fit.

Comment: A resident asked that, since the American Thermostat
site is in arrears for nonpayment of property taxes, will it be
auctioned off.

EPA Response: According to the CERCLA, ownership of a Superfund
site makes the owner a PRP. Therefore, if someone purchased the
property at an auction, they could become potentially liable for

the cleanup.

OTHER COMMENTS

Comment: A resident asked wvhat wvas the total estimated cost of
the American Thermostat site cleanup. -

EPA Response: EPA responded that the total cost for the cleanup
of the building, the soil, and the groundwater was $26,000,000.
Most of this amount would be required for the groundwater
cleanup. This figure does not include the cost of the remedial
actions that have taken place thus far or the cost of installing
the water line, which is estimated to be $4,000,000.
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Comment: A resident asked about the uutns of the drums that are

stored at the Amarican Therwostat site ipside the bullding. The
e A ot Cha ariis appeated to bs bulging.
ion filter.
EPA Reapagans The drums that 3 : to be bulging are designed
with g oonyex Qowws £ BAX , cqpcg These drums
are :I.n safe condition. The 4rums

vere recently
containing carbon on-site are of a plastic material and contain

fresh carken, nat spent ocarban. Howsver, evep if these plastic
&mwmmm thsymldutnnin their _

Commant: A resident asked if there was lead contamination in the
vell wmtar.

ZFA Response: Well water sampling cenducted by NYSDOR has found
no evidence of lepd contamination. The issue of lead
contanipation arese earlier because of inaccurate readings by
EPA’s camkractes. due to the suspension of fine icles in the
vater sampiss taksn from.the bottoms of the wel NYSDOH takes
1unwmtmmumtmummaum«nms
an thess m sosts have shown no evidence of lead
contanipatisp. Additionally, repeated sampling of groundwater
failed so lhw Yy lesd. NYSDON results at the affected wells is
further verified by water samples taken at all nearby
restaurants, hotels and motels.

Comment: A resident inguired into the level of security that
will be in place at the American Thermostat site once the
remediation activity aceslerates.

EPA Response: The area of soil contamination will be fenced
during the remedial acti In addition, a security guard will
be hired to guard the si

TUTURR _DEE _QF IXE AMERICAM IXERMOSTAT SITR

commesnt$: A resideast asked if the Amtm mr-ostat building
could be occupied and used before the soil and groundwvater are
completely remediated.

EPA Respoaset building would not be able to be used prior to
the cospletion of tu rmdhti of thes soil. Howaver, there is
the possibility that, prior to a complete remediation of the
groundwater contamination, the facility could he utilized for a
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later -xpcricncoy'well contamination. - .o

EPA Response: Residents within the proposed district that refuse
to connect to the water line would be assuming the potential risk
of bearing the cost of establishing a water line connection at a
later date, should the well become contaminated and the contract
for hook-ups, at that time, is no longer in place. In addition, a
representative from the New York State Department of Health _
(NYSDOH) indicated that if the water line connection was refused,
NYSDOH'’s monitoring would also cease. NYSDOH has beean monitoring
the well twvo times a year, at a cost of approximately $200 per

t“‘t . :

Comment: A resident asked if the wells of houses not presently
in the zone of contamination later become contaminated, would
they receive no charge water line connection. .

EPA Response: Currently, EPA believes that walls not presently
contaminated will remain safe. However, if new wells, outside
the proposed district, did become contaminated, EPA would then
have to negotiate with the Village of Catskill to extend the
water line connection to those homes. This is the same
negotiation process EPA entered into to extend the original water

‘1ine connection to the affected vwalls. Those negotiations will

result in the creation of a wvater district for approximately 43
homes between Puffer Road and the borderline of the Town of Cairo
and the Town of Catskill. During the negotiations, EPA discussed
the remote possibility of contamination migration. 1t wvas
decided then that, if it became necessary, EPA would renegotiate
the terms for enlarging the newly created water district.

Comment: A resident asked if his road will get fire hydrants,
along with the installation of the water line.

EPA Response: EPA has examined the possibility of fire hydrants
and is willing to take this matter into further consideration.

Comment: A resident stated that he thought the system is unfair.
He complained that after bearing the expense of digging and
maintaining his own well, he should not have to pay for water
(following the water line connection).

EPA Response: EPA, sharing the citizens’ concerns about the cost
of their water bills following connection to the water line, made
a concerted effort, during negotiations with the owner of the
water supply system, to ensure that the cost to the citizens
renmains at a minimum. In addition, EPA will look into a
suggestion by a citizen that the provision of fire protection
will result in a financial benefit to the residents, stemaing
from reduced fire insurance rates. This savings, if achievable
may counteract the cost of water usage. .




In addition, during the Decembar 1989, well installation, a B
systen Was inatallnd that . YRposs frem the soil und :
treats them to reduse VAPET | tion.

Comment: A resident askad for an estimated tipeframe for the
total cleanup of the site.

EPA Respense: EPA anticipateas signing the RAD, after conlidcrinq
all comments received, the end of m. ronwing the signing
of the 3D, EPA BuEt tl;n Potantially Responsikle Party
(ies) ) = the parties(s) potential ;hlo for the -
con tion -~ to notify them about xn'- decision and to ask ;
them for a good faith offer to take finmancial responsibility tor
the clasnup. sctfiwitiss. If ERA doma nat r-ann a good faith : ~
offer fruxths FRP, then EPA will fund the d A of the chosen A
remediation. It is anticipated that the design phase will take '
apprasipately one yary. Onoe the system is a:iw, EPA intends
ummmmu. EPA stated there are two -~
basic elaannp tapgpts - the soi)l and the groyndwater. The soil . T
is wash. eaBinr: to. deal with than the grounduster. From the point
in tise that EPA begins the treatment of the soil, EPA believes . -
that the soil wvill be cleaned up within a year. \

With respect to the groundwater, the situation is considerably

nore complicated, t0 the subhsurface geol Ppressnt at the o
site. The geological structure beneath the site and the *
surrounding area is fractured bedrock. It is so named because

the subsurface rock has hundreds of thousands of cracks in it. —
This presents enermpus difficulties in developing scientific :
nodels to determine a cleanup design. {

Given the geclogy of the site, it is difficult to predict the —~
duration of the groundwater cleanup. Continued monitoring will

provids EPA the opportunity to davelop estimatss as the activity
progresses. -

Comment: A resident asked when the »meri~an Thermostat building
itsel? would be decontaminated.

q

P aset Bui mmmvmumumzust K
renedia miv.tuu o--£01lowing the signing of the ROD

and resddial design. xeu.mmemz required to -

plan and implensnt the dscontaximation of the building will be, ¢

approximately, one year.

™~

o8 | i

Counests Arssmmunnmmtmtnimw,mmoia -

'pemuany atfasted”, saked if he would have to bear the futurr \

cost of vater iine coenmection if he refused connsction now, but :
s -
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[ Maintenance of the carbon filtration iystcns installed
in residential water supply systeas;

° Potential contamination in Catskill Creek;

® The econcmic impact of the American Thermostat Site
on residential property values; and

® A perceived lack of progress in gottinq'the site
cleaned up. A

III. SBUMMARY OF NMAJOR QUESTIONS AND COMMENTS RECEIVED DURING TEHE
PUBLIC COMMENT PERIOD AND EPA‘S RESPORSES TO THESE COMMENTS

Comments raised during the public comment period on the source
control RI/FS and Proposed Plan for the American Thermostat site
are summarized below. The public comment period concluded on
June 11, 1990, The comments received are organized into five
(5) categories: '

o Time frame for Cleanup Actions;
o Logistics of Waterline Connection;
] Health Risks;

o Future Use of American Thermostat site; and,

° Other Comnents.

ZIME FRAME FOR CLEANUP ACTIONS

Comment: A resident inquired into the present status of the
ongoing cleanup at the site.. . )

EPA Response: In 1986, two air strippers, installed at the site
to begin the remediation of the groundwater contamination, have
decreased the contamination in those wells at the source. The
Rath well has gone froam higher than 130,000 parts per billion
(ppb) to 24,000 ppb. The well at the Annrican Thermostat site
itself has been reduced from 3,500 ppb to 400 ppb.

In December, 1989, EPA installed a new system of seven wells
along the property line between the Rath well and the American
Thermostat site. The purpose of these wells is to extract water
fron another area of contamination and also to reinject into the
ground the water that has been extracted and has been treated by
the air strippers, so as to accelerate the removal and treatment
of contaminants loaching from the soil into the groundwater.
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Alteraative 2D-2:

Under this a.‘ltomtivo. lunrdm dust would be removed using
wi for off-site

dusting, vasuuming and viping prebedures
trut-utlml. The wasts o0il drums would be .removed for
off-gite treatment/disposal.

Sludges would be M disposed of at an off-site
treatment/disposal facility.

EPA’s preference for the thres remedial alternatives abaove for
the American Thersostat sits, is based on the requirements of the
co-prms,n Bivirepmental Compsnsation and Liability Act
(CERCLA) apd Suparfund Anendmsants and Raauthorization Act (SARA)
regulations. These regulations reguire that a selected site
renedy be protectivs of human hsalth and the envirorment, cost-
.ztmu:h “ui:x .ogu-anu vig' %‘u:?u or r.guinunu.
Curzredt po alsd emphas sation of permanent
solutiens incorperating on-site remediation of hazardous waste
contamigation wvhenever possible. Final selection of a remedy
wvill »e dooumented in the ROD only after consideration of all
conmants received by the EPA during the public comment period.

II. mumummmm

The American Thermostat site emerged as a community issue when,
follow NYSDEC and NYSDOH analysis of residential well wvater
samples Apxril and Nay 1981, residents vers inforamed of the
presence of TCE and PCE in five wells. The affected residents
vers advised by NYSDOH ~~»t to use their wvater for cooking or
driaking purpcoses. It was at this peint, in late 1981, that
seversl lawmuits vere filed against American Thermostat by some
of the plant’s residential ne gidars.

In 1982, upon cowmencing the American Thermostat investigation,
the EFA implenented a community relations to inform local
residents about tha site and related remedisl activities and to
obtain thair input. Community concern has been at a nhtivcly
high lavel sinve 1991.

As a result of the EPA’s community relations activities, five
major comsunity concerns vere identitiea:

® Human health risks from exposure to contaminated
groundwvater;

)

S

P |



levels of volatile organic, PCB, pesticide and metal
compounds. _ -

The remedial objectives can be summarized as follows:

o Ensure protection of groundwatsr and surface water from
the continued release of contaminants from soils;

® Restore groundwater in the affected area to levels
consistent with state and federal water quality

standards; and,

° Decontaminate the American Thermostat building for
future use. ‘ )

Based on the results of the RI/FS, the following preferred remedy
to address the contamination in the soil, groundwater and in the

building at the site is presented.

Alterpative §C-5: Excavation/Lov Temperature Enhanced
: Yolatilization/On-gite Redeposition

This alternative would include the excavation and on-site
treatment, using low temperature enhanced volatilization, of
6,740 cubic yards of contaminated soil. The excavated soil would
be fed into a mobile thermal treatment unit brought to the site,
where hot air injected at a temperature above the boiling points
of the organic contaminants of concern would allow the moisture
and the organic contaminants to be volatilized into gases and
escape from the soil. The organic vapors extracted from the soil
would then be thermally treated in an afterburner operated to
ensure complete destruction of the volatile organics. The off-
gas would be treated in a scrubber for particulate removal and
acidic gas absorption. The disturbed areas would be revegetated.

Alternative GW-4: Pumping/Pretreatment/aAir stripping/
Reinisction

Under this alcirnative, groundwater would ba extracted from both
the unconsoclidated and bedrock aguifers and would be pumped
through an air stripper and carbon absorbers located at the site.
Contaninated groundwater would enter the air stripper which would
be designed to strip out the volatile organic compounds (VOCs).
The air and VOC mixture exiting the air stripper would then be
treated by a vapor phase carbon adsorption unit for the removal
of the stripped VvOCs. The clean air would be emitted to the
atmosphere. The treated groundwater would be directed to a
reinjection system. Also, the spent carbon in the carbon
adsorption unit, would be removed for off-site regeneration or
incineration, thus destroying all organic contaminants.
Envirommental monitoring would continue throughout the life of
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% various u:ltmatim for an alternative wvater
suppl.y for the sted and poterntially tt:dctnd residendss at
th. A-.ricun Tharmostat site. . ~

lg) 'a:rl:ggd; ::loetinq

V,mgc of Catskill |
to handle the.
th adding the ‘a&:etoa and o -~
< ces. £0 stem. In response A :
: 3;" ‘ ﬁ;- of Catskill’s ‘
| THE Agsanswant, which wiis finalized in June —_
it s REN :;,' , Ca 11 -
cont TR VY fi s \ ﬁ;y 1990, between ’
toﬂ ln t.hn :mlnti t ﬂw “{asues regarding the |
&tm? ter supply. M of Catskill and the Village of
passed rnolutim memorializing their decisions on the
altcmtc wvater supply on May 1 and May 8, 1990, respectively. ‘ 1
it, xn m tiated the inithl aspacts of the design o
te wvater supply.
In J y. un, EPA initiated a sdial Invastigation and %
Feas; (R1/r8) to ) the m:_n.ro and extent of
on at qpa mmthg,t: Anprican Thermostat
wate remedial am e £indings of the -
ations are omxiua Below. :
] Soils at the Mg:g.can rhnncaut site are contaminated -—
vith volatile 3. The extent of seoil |
contamination is limited to ths southwestern portion of
the site.
o i with volatile organics both 5
g ger ol B vaioe bedreck,
{ volatile orqm cs
lb;.nev and :up aquifers is F\
) itely 26 acres and 53 acres, '
a q.mru northuestern direction from
t.ho site. -
o Surface wvater is contaminated with volatile organics
on-sits and in the adjacant Rath property. _ -~
¢ Building surfaces and sludges in drain pits within the ‘
»Annrican Thermostat plant are contaminated with low —
4
-’
o 1. ‘-’L. !
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. advised by the NYSDOH not to use their well water for cooking or

drinking purposss. Several lav suits were filed by the plant’s
neighbors in late 1981. ‘

As a result of volatile organic contamination in several nearby
residential wells, the American Thermostat Corporation began
supplying bottled water to local residents in April 1982. By
Novenber 1582, American Thermostat Corporation had installed
carbon filters on their own well and the affected wells. The
nearest neighbors, the Raths, were connected to American
Thermostat Corporation’s well water supply system. .

In February 1983, New York State entered into an interim Consent
Order with American Thermostat and Amro Realty Corporation
(property owner) in which the companies agreed to clean up the
site and its surroundings, to supply bottled water for cooking
and drinking purposes and to install, monitor, and maintain-
carbon filter systens for the five affected homes listed above.
The order also stipulated that two groups of bordering private
vells had to be monitored to determine whether any contamination
had spread beyond the original affected area. American '
Thermostat and Amxro Realty Corporation did not fully comply with
the Consent Order and did not remedy the contamination at the
site, but only temporarily provided the affected residences with

Clean wvater.

In May 1985, the American Thermostat Corporation ceased
operations at the American Thermostat site. At the request of
NYSDEC, the EPA began an immedjiate action response at the
Anerican Thermostat site in June 1985. The action response vas
designed to mitigate the threat to public health by providing the
affected residences with potable water supplies. Aspects of the
initial response included a sampling program to determine the
extent of contamination at the site and to evaluate the
effectiveness of the existing carbon filtration systems. 1In
addition, the plan included the installation of carbon filtration
systems at two additional residences and maintenance of an

existing filtration systen.

In April 1986, NYSDEC requested that EPA assume responsibility
for the operation and maintenance of the carbon filters that had
been previously installed, and the installation and operation of
airlift stripping systems at two existing wells. The stripping
systens have treated, to date, over 7 million gallons of
contarninated groundwater. PCE concentrations have been reduced,
in the Rath well, from a high of 131,000 to 25,000 parts per
billion (ppb) and, in the American Thermostat well, from 3,200 to

400 ppb.

A Focused Feasibility Study (FFS) for Alternate Water Supply was
issued in November 1982 as the first operable unit for the :
Anerican Thermostat site. The purpose of the FFS was to develop,

3
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IVv. aAPPENDICES
There are thrsa appendices amohad to this docuunt.

They are &8 follows:
psed Plan for the American

Appendix A: _Propese
| - itat Site

Appendix i: S8ign-In Sheets frem ths Public
Meeting Held on May 23, 1990 at the
Town of Catskill Otticu, Catskill,

Rew York; and,

Appandix C: A List of Information Repositories
;!ut mluamen .gm .
m onal Donments ining (]
tﬁ American Therwbstat uu. :

I. SITE KISTORY AND REMEDIAL ACTION OVERVIEW

From 1954 to 1985, the primary activity at the site, was the

assembly, Lpprim Thernostat Corporation, of th tats for
spall Y buring plant operstions, a uri.::::'c;uie:h

(n the ';mne:n: pro.ess to operate and clean

n chenicals are machine oils,
c aalvcnts inciuding trichlorosthens (TCE)

During the 1960s and 1970s, vaste TCE and PCE sludges were poured

down the 4ra h)g:l the build and dumped outside on the
phnt crmd:'n;or ¢t control. e drains wvere éonnected to the

septic systems, ﬂhi.ch discharged directly to a tributary of
camau oék. y

In March 1981, two American Thermostat employees were observed
du-pim salvents in the southwest coxper of the p ant prop-rty-
These observations were reportéd to thc New York e Department

of Enviroampental coo:gv-tiqn (NYSDEC) which t1 began
:l.nmtiqltiozg‘ into company’s \ml%. ﬁ:‘ppnzticgs

During April and May 1981, vater samples wers collected from

sevexsl sivu,, , wells. tbt viq:l.nity of the American
g 8 tg &! 8 1 , of Health
(NYSDON). Ana - of ﬁn Xes indicated the

prounooof'rclandmg g:ha?ulmsoff 1oftho sampled
m A0Rging to. now JBook), lais, Rivenburg,
Briges, Sghpige. (formerly ¢« indicated
concentrat onso *k in excess of the maxIimin qontaminant level
of 0.035 mg/l of organic chamicals as established by the NYSDOR.
TCE was detected in four of the five wells with only one sample
"indicating a concentration in excess of the established maximum
contaminant level (0.05 mg/l). The affected residents were
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FINAL RESPONSIVENESS SBSUMMARY

AMERICAN THERMOSTAT SITE
S8OUTH CAIRO, NEW YORK

A public comment period for interested parties to comment on the
Renmedial Investigation/Feasibility Study (RI/FS) and the Proposed
Plan for source control at the American Thermostat site concluded

on June 11, 1950.

T™he U.S. Environmental Protection Agency (EPA) held a public
aceting on May 23, 1990 at 7:30 p.m. at the Town of Catskill
Offices, Catskill, New York. At the meeting, EPA provided a
general overview of the Superfund process, a site history of the
Anerican Thermostat Site, the results of the RI/FS, and a
presentation of the Proposed Plan. At this public meeting, EPA
responded to the guestions and comments of the interested
citizens present. A summary of the major questions and comments
received during the public meeting and EPA’s responses to them
are contained within this Responsiveness Summary.

This Responsiveness Summary provides a summary of citizens’
comments and concerns receivel during the public comment period
and EPA’s responses to those concerns. All comments summarized
in this document will be considered in EPA’s final selection of
the remedial alternatives for cleanup of the site. This
Responsiveness Summary is organized into five sections. These
five sections are described briefly below:

I. S8ITE EKISTORY AND REMEDIAL ALTERNATIVES OVERVIEW

This section briefly describes the background of the
Anerican Thermostat Site and outlines the proposed
remedial alternatives for the site.

II. BACKGROUND ON COMMUNITY INVOLVENENT AND CONCERNS

This section provides a brief history of community
interest and concerns regarding the American Thermostat

Site.

III. SUMMARY OF MAJOR QUESTIONS AND COMMENTS RECEIVED DURING
TEE PUBLIC COMMENT PERIOD AND EPA’S RESPONSES TO THESE

This section summarizes the oral comments presented to
EPA at the May 23, 1990 public meeting and provides
EPA’s responses to these comments.
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New York State Department of Environmental COnservalion
50 Wolf Rosd, Albany, New York, 12233 -7010

Thomas C. Jorling
Commissioner

Mr. Constantine Sidamon-Eristoff
Regional Administrator
U.S. Environmental Protection Agency

Region 11 '
26 Federal Plaza JUH 2 8 1990

New York, NY 10278
Dear Mr. Sidamon-Eristoff:

Re: American Thermostat
NYSDEC 1d. No. 420006

I am pleased to advise you that the New York State Department of
Environmental Conservation concurs with the remedial alternatives
specified in the Record of Decision for the American Thermostat site.

We look forward to participating in the design of the remedies, .
and urge you to commence at the earliest date.

)j'n ely,
: (Edwg 0. Sullivan

Deputy Commissioner
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INTRODUCTION

This Proposed Plan describes the remedial alternatives considered
for the American Thermostat (AT) site and identifies the U.S.
Environmental Protection Agency's (EPA's) and the New York State
Department of Environmental Conservation's (NYSDEC's) preferred
remedial alternative and the rationale for this preference.

EITE LOCATION

The AT site covers approximately 8 acres within a rural residential
area in the Town of South Cairo, Greene County, New York. The area
is bounded on the northeast and southwest by Routes 23B and 23,
respectively (See Figure 1). Private homes are near the eastern
and western boundaries. Water in the area is supplied by private
wvells.

SITE HISTORY

From 1954 to 1985, the primary activity at the site was the
assembly of thermostats for small appliances. In the plant
operations, a series of chemicals including machine oils,
lubricants and organic solvents such as tetrachloroethene (PCE) and
trichloroethene (TCE) were used within the manufacturing process
to operate and clean the plant machinery. During the 1960s and
1970s, waste PCE and TCE sludges were poured down drains inside the
building septic systems and dumped outside on the plant ground for
dust control. In March 1981, two AT enmployees were observed
dumping solvents on plant property. This led to investigations
into the company's waste handling practices by NYSDEC and the New
York State Attorney General's Office.

During April and May 1981, water samples were collected from
several residential wells in the vicinity of the AT site by the New

York State Department of Health (NYSDOH) and NYSDEC. Analysis of

the water samples indicated the presence of TCE and PCE in five
vells. The affected residents were advised by NYSDOH not to use
their water for cooking or drinking purposes. Several law suits
were filed by the plant's neighbors in late 1981.

Because of high levels of PCE in several nearby wells, AT began
supplying bottled water to local residents in April 1982. By
November 1982, AT had installed carbon filters on its own well and
the five affected wells. The nearest neighbors, the Raths, were
connected to AT's water systenm.

In February 1983, New York State entered into an interim consent
order with AT and Amro Realty Corporation (property owner) in which
the companies agreed to clean up the site and its surroundings, to
supply bottled water to the five affected residences for cooking
and drinking purposes and to install, monitor, and maintain carbon
filter systems for these residences. The order also stipulated
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that two groups of bordering private wells had to be monitored to
determine whether any contamination had spread beyond the original
affected area.

In May 1985, AT ceased operations. Since June 1985, EPA has been
sampling wells in the area and has been maintaining the previously
installed carbon filtration units. In addition, EPA installed two
new carbons units on contaminated private wells and installed air
stripping systeas on two highly contaninated wells. -

In April 1986, NYSDEC requested that EPA assume responsibility for
“he operation and maintenance costs of the carbon filters that had
been previously installed, and the installation and operation of
airlift stripping systems at two existing wells. The stripping
systems have treated to date over 7 millions gallons of contami-
nated groundwater. PCE concentrations have been reduced, in the
Rath vell, from a high of 131,000 to 25,000 parts per billion (ppb)
and, in the AT well, from 3,200 to 400 ppb.

A Tocused Feasibility Study (FFS) for Alternate Water Supply was
issued in November 1987 as the first operable unit for the AT site.
The purpose of the FFS was to develop, screen and evaluate various
alternatives for an alternative water supply system for the

affected area and potentially affected residence. at the AT site.

In January 1988, a Record of Decision (ROD) was signed, selecting
the extension of the Village of Catskill's water supply to the
affected and potentially affected residences.

Following the signing of the ROD, the Village of Catskill
questioned the ability of its water system to handle the additional
denand associated with adding the affected and potentially affected
residences to the system. In response, EPA prepared a technical
assessment of the Village of Catskill's water supply system. The
assessnment, wvhich was finalized in June 1988, indicated that the
Village's water supply had sufficient capacity to accommodate the
demand associated with including the affected and potentially
affected residences. Further work on the alternate water supply
selected in the ROD was suspended while negotiations between EPA
and the Village of Catskill continue. . Recent meetings, from
February to May 1990, between EPA, NYSDEC, NYSDOH, and the Town and
the Village of Catskill have resulted in the rasolution of the
major issues regarding the alternate water supply. As a result,
f:? intends to initiate the design of the alternate water supply
S summer.

In January 1988, EPA initiated a remedial investigation and
feasibility study (RI/FS) to determine the nature and extent of
the contanination at and emanating from the AT site and to evaluate
remedial alternatives.
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Volatile organic cdontamination (mainly PCE and TCE) in the soil is

concentrated at only one location in the southwest corner of the -

site including. the old leaching field area. High contaminant
levels are detected at the surface to about 7 feet below ground
surface. The extent of contaminated soils in this -area is
estimated at approximately 26,000 square feet at a depth of 7 feet,
or approximately 6,740 cubic yards, based on PCE concentration

exceeding 1.0 milligram/Kilogram (mg/kg).

Groundwvater was found to be contaminated with volatile organics
from the site. The volatile organic contamination within the
bedirock aquifer is significant with respect to federal and state
maximum contaminant levels (MCLs). The volatile organic

~onterination plume extends approximately 53 acres from the AT

site, in a general north-westerly direction as shown in Figure 1
(developed on the basis of a PCE concentration exceeding 5
micrograms/liter (ug/1) (MCL)). The volume of the volatile organi;
contamination in the bedrock aquifer is approximated at 1.3 x 10
gallons. The maximum detected bedrock PCE concentration of 31,000
ug/1 was found in the Rath's Well, R-14.

In the case of the shallow groundwater agquifer above the bedrock,
the contamination plume extends approximately 26 acres throughout
the project site in a general northwesterly direction. Within the
contarnination plume, the entire unconsolidated agquifer, of an
average 50 feet in depth, is contaminated with PCE exceading 5
ug/1. The volume of the contamination in the unconsoclidated
aquifer is estimated at 2.9 x 10° gallons.

The natural drainage area south of the AT plant, the leach field
overflow pipe, the surface water upstream of Tributary A and the
Rath Pond are contaminated with volatile organic compounds (PCE,
TCE and 1,2-dichloroethene). Volatile organic contamination was
not detected in Catskill Creek or in springs flowing from the
surface downgradient from the site.

The building floor surface and the drain pit sludge are
contaminated with low levels of TCE, PCE and 1,2-dichloroethene,
base/neutral extractables (Polyaromatic hydrocarbons), pesticides,
polychorinated biphenyls (PCBs) and toxic metals (arsenic,
chromium, lead and mercury).

A total of eighteen 55-gallon drums containing waste o0il generated
from the AT operations are currently stored within the AT plant.
The materials contained within these drums are not considered
- hazardous based on the New York State Identification and Listing
of Hazardous Wastes.

The baseline public health evaluation in the RI report evaluated
11 exposure pathways to define cumulative risks from carcinogenic
and noncarcinogenic chemicals detected during the AT field
investigation. Six risk evaluation scenarios assumed current-uses,



[

4

including: 1) ingestion of treated residential well water; 2)
ingestion of untreated residential groundwater; 3) inhalation of
volatilized organics while showering (treated and untreated
groundwater); 4) direct contact with on-site soils (assuming young
adult receptors):; 5) inhalation of volatilized organics from on-
site surface soils (children) and €) direct contact with on-site
and off-site surface water and sediments. Five scenarios were
evaluated for future risks, assuming industrial development of the
*»m gite. These included: 1) ingestion of on-site groundwater; 2) -
ingestion of off-site groundwater; 3) inhalation of volatilized
organics while shovering (on-site and off-site groundwater); 4)
direct contact with on~site soils (assuming adult worker recep-
tors): and 5) inhalation of volatilized organics from on-site
surface scils (adults). Potential risks associated with future
surface vater and sediment exposures were assumed to be the sane
as for current use.

The current-use risks associated with ingestion of treated
residential well water are with%P EPA'S range of acceptable
risks. That range is 10™ to 10™°. ' However, risks associated
with exposures to untreated residential well water are in the .
higher limit of that range, indicating the need to maintain
existing treatment measures. In general, both worst-case and most
probable exposure assumptions for current-use exposures to soils,
sediments and surface water indicate risks which are within the EPA
range of acceptable risk.

Future-use risks calculated for exposures to contaminated ground-
wvater under and adjacent to the AT site indicated risks which
exceed EPA guidelines for groundwater ingestion. Future (indus-
trial use) carcinogenic and noncarcinogenic risks, are within the
USEPA range of acccp&able risk. However, the upper bound carcino-
genic risk (1.5 x 10™) for soil contact/ingestion is at the higher
limit of this wange, indicating the need for "hot-spot" treatment
of on-site soils co reduce potential contaminant exposures.

PURPOSE OF THE PROPOSED PLANM

The Proposed Plan outlines the remedial alternatives evaluated for

the site, and presents the rationale used in making the preliminary
selection of the preferred alternative to protect human health and

§h¢ cnviﬁfnncnt from exposure to any residual contamination remain-
ng on-sits.

T Excess lifetime cancer risks are probabilities at are
generally expressed in scientific notation (e.g., 1x10™). An
excess lifetime cancer risk of 1x10°® indicates that, as a plausible
upper bound, an individual has a one in one million chance of
developing cancer as a result of site-related exposure to a
carcinogen over a 70-year lifetime under the specific exposure
conditions at a site.
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Changes to the preferred alternative or a change from the pre-
ferred alternative to another alternative may be made if public
comments or additional data indicates that such a change will
result in a more appropriate solution. The final decision re-
garding the selected remedy will be made after EPA has taken into
consideration all comments from both NYSDEC and the public. We are
soliciting public comment on all of the alternatives considered in
the detailed analysis phase of the RI/FS because EPA and NYSDEC may
select a remedy other than the preferred alternative. :

The detailed information and data used in determining the nature
and extent of the residual contamination remaining on-site, and in
the development of remedial alternatives, is contained in the RI/FS
report. The Proposed Plan highlights key information from the
RI/FS report but it is not a substitute for that report. Copies
of the RI/FS report and supporting documentation are available at
the NYSDEC Albany office, the EPA Region II office, the Town of
Catskill offices, the Cairo Town Hall, and the Village of Catskill
offices. Addresses for these repositories are listed below:

- Town of Catskill Offices - Cairo Town Hall
439 Main Street ’ Main Street
Catskill, N.Y. 12414 Cairo, N.Y. 12413

- Village of Catskill Offices - New York State Department of
422 Main Street Environmental Conservation
Catskill, N.Y. 12414 50 Wolf Road

Albany, N.Y. 12233

-U.S. Environmental Protection Agency
Emergency and Remedial Response

26 Federal Plaza, Room 29-102

New York, N.Y. 110278

SUMMARY OF REMEDIAL ALTERNATIVES

The Comprehensive Environmental Response, Compensation and
Liability Act (CERCL)}, cnmmonly known as Superfund, requires that
each selected site remedy be protective of human health and the
environment, comply with other statutory laws, be cost effective,
and utilize permanent solutions and alternative treatment tech-
nologies and resource recovery alternatives to the maximum extent
practicable. 1In addition, treatment as a principal element for
reduction of toxicity, mobility, or volume of the hazardous
substances, is preferred.

The findings of the RI are summarized as follows:

- Soils at the AT site are contaminated with volatile organics.
The extent of soil contamination is limited to the southwestern

portion of the site.
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~ Groundwater is contaminated with volatile organics both in the
unconsolidated (shallow) and in the bedrock.- (deep) aguifers. The
extent of the volatile organics contamination for the shallow and
deep aquifers is estimated at approximately 26 acres and 53 acres,
respectively, in a general northwestern direction from the site.

- Surface water is contaminated with volatile organics on-site
and in the adjacent Rath property.

- Building surfaces and sludges in drain pits within the AT plant
are contaminated with low 1levels of volatile organic, PCB,
-~=+~izjde and metal compounds. . : '

The remedial response objectives can be summarized as follows: .

- Ensure protection of groundwater and surface wvater from the
continued release of contaminants from soils; o

- Restore groundwater in the affected area to levels consistent
with state and federal wvater quality standards; and -

- Decontaminate the AT building for future use.

Accordingly, the PS evaluates, in detail, four alternatives for
addressing the contaminated soils that contribute to groundwater
contamination at the AT site. A fifth alternative, Alternative SC-
2, capping of the contaminated soil, was preliminarily svaluated
in the FS and was eliminated from further consideration as it was
deternined that it would not prevent the migration of the volatile
organics to the groundwater and to the air. In addition, five
remedial alternatives for addressing the contamination in the
groundwater were evaluated. A sixth alternative, Alternative GW-
5, treatment of the groundwater via activated carbon adsorption,
was preliminarily evaluated in the FS and wvas eliminated from
further consideration since it vas determined that it would be less
effective in removing the groundwater contaminants and more costly
than the combined air stripping/carbon adsorption alternatives.
Finally, two alternatives are evaluated for the decontamination of
the AT building. .

These alternatives are:
BOIL ALTERNATIVES
Alternative 8C-1: No Action

Remedial action would not be taken, other than long-term monitor-
ing. This alternative is used as the baseline for comparison of
other alternatives. :



This alternative would include the excavation and on-site treatment
by incineration of 6,740 cubic yards of contaminated soil. The
s0il would be used as backfill and the disturbed areas would be
regraded and revegetated. . .

h'4 - -

with Clean Goil

This alternative would include the excavation and off-site thermal

treatment of 6,740 cubic yards of contaminated soil. The exca-
vated material would be placed in dump trailers or drummed, covered
and transported to a licensed thermal treatment facility. The
facility would be responsible for disposing the treated soil. The
excavated area would be backfilled with clean £ill, regraded, and
revegetated. )

Alternative gc-S: Excavstion/Lowv Temperature Enhanced
Yolatilization/on-gite Redeposition

This alternative would include the excavation and on-site
treatment, using low temperature enhanced volatilization, of 6,740
cubic yards of contaminated soil. The excavated soil would be fed
to a mobile thermal treatment unit brought to the site, where hot
air injected at a temperature above the boiling points of the
organic contaminants of concern would allow the moisture and the
organic contaminants to be volatilized into gases and escape from
the soil. The organic vapors extracted from the soil would then
be thermally treated in an afterburner operated to ensure complete
destruction of the volatile organics. The off-gas would be treated
in a scrubber for particulate removal and acidic gas absorption.
The treated soil would be tested in accordance with the Toxicity
Characteristic lLeaching Procedure (TCLP) to determine whether it
constitutes a Resource, Conservation and Recovery Act (RCRA)
hazardous waste and, provided that it passes the test, it would be
used as backfill material for the excavated area. The disturbed
areas would be revegetated.

GROUNDWATER ALTERNATIVES

All groundwater alternatives, with the exception of Alternative GWw-
1, assume that the operation and maintenance of the existing
individual treatment systems (5 carbon filters and 2 air strippers)
will continue until either the implementation of the alternate
water supply selected in the 1988 ROD, or the cleanup of the
aquifer by means of a particular groundwater alternate.
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The No-Further Action Alternative was not considered to be
protective of human health and the environment and it was not
evaluated as a viable alternative for implementation. This
alternative was used only as a baseline for comparison to the
remaining alternatives being analyzed. :

Under this alternative, the existing individual treatment systems
operated and maintained by EPA would bs terminated. This
alternative would consist of restricting the use of contaminated
groundwater by deed restrictions and other institutional controls.
A long-term monitoring program and distribution of fact sheets that
would explain the monitoring results and would include warnings and
recommendations for water usage would be established.

Alternative GW-2: TLimited Action

This alternative would consist of the continuous operation and
maintenance of the existing individual treatment systems and the
installation of approximately 25 new carbon filters for the

residences potentially affected within the next 30 years. A long-
tera monitoring program would be established.

v ~33

Reinjection

Groundwater would be extracted from both the unconsolidated and
bedrock aguifers and would be pumped through a series of air
strippers (2 air strippers). The treated water would be reinjected
into the ground.

Environmental monitoring would be required during the life of the
treatment process. In addition, monitoring of the groundwater at
the site would be conducted for a period of 3 years after
completion of the remediation, to ensure that the goals of the
remedial action have been met.

Alternative GW-4: Pumping/Pretreatment/Alx stripping/
cardbon Adsorption/Reinjection

Groundwater would be extracted from both the unconsolidated and
bedrock aquifers and would bes pumped through an air stripper and
carbon absorbers located at the site. Contaminated groundwater
would enter the air stripper which would be designed to strip out
the volatile organic contaminants (VOCs). The air and VOC mixture
exiting the air stripper would then bes trested by a vapor phase
carbon adsorption unit for the removal of the stripped voCs. The
clean air would ba enitted to the atmosphere. The treated
groundwater would be directed to a reinjection system. Also, the
spent carbon in the carbon adsorption unit, would be removed for



off-site regeneration or incineration, thus destroying all organic
contaminants.

Environmental monitoring would be regquired during the life of the
treatment process. Groundwater menitoring would be the same as in

Alternative GW-3.

Alternative GW-¢: Pumping/Pretreatment/Uv-oxidation/
Reiniection .

Groundwater would be extracted traﬁ both the unconsolidated and

bedrock agquifers and would be treated using UV light and an oxidant

such as hydrogen peroxide. The treated water would be reinjected

into the ground. Monitoring would be the same as in Alternative
GW’3 - ’

All alternatives described above would include pre-construction,
construction, and post~-construction air monitoring.

BUILDING DECONTAMINATION ALTERNATIVES
Altecnative BD-1: No Action

Remedial action would not be taken other than a long-term building
security and maintenance program. Fact sheets would be distributed
in order to increase public awareness.

Alternative BD-2: Building Decontamination/Waste Treatment and
Disposal

Hazardous dust would be removed using dusting, vacuuming and wiping
procedures, for off-site treatment/disposal. The waste oil drums
would be removed for off-site treatment/disposal.

Sludges would be removed and disposed of at an off-site treatment/
disposal facility.

PREFERRED ALTERNATIVE

Based upon an evaluation of the various alternatives, EPA and
NYSDEC recommend Alternative SC-5, Low Temperature Enhanced
Volatilization, for treatment of the contaminated soil, Alternative
GW-4, Air stripping and Carbon Adsorption, for treatment of the
groundwater, and Alternative BD-2, Decontamination of the AT
Building, to remediate the contamination at the AT site.

RATIONALE FOR SELECTION

During the detailed evaluation of remedial aliernatives, eachA
alternative is assessed against nine evaluatiop criteria, namely
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overall protection of human health and the environment, compliance
with Applicable or Relevant and Appropriate Requirements (ARARs),
long-term effectiveness and permanence, reduction of toxicity,
mobility or volume (including the statutory preference for
treatment), short-term effectiveness, implementability, cost, state
acceptance and community acceptance.

Each criterion will be briefly addressed, in order, with rupcct

to the preferred alternatives for soil, groundwatcr and building
dacontanination alternatives.

GLOSSARY OF EVALUATION CRITERIA

= Overall protection of human
health and the environment
addresses vwhether or not a
remedy provides adeguate
protection and describes how
risks posed through each path~
wvay are eliminated, reduced or
controlled <*hrough treatment
engineering controls or
institutional controls.

- Compliance with ARARs
addresses vhether or not a
remedy will meet all of the
applicable or relevant and
appropriate requirements of
other Federal and State
environmental statutes and/or
provide grounds for 1nvoking
a waiver.

= Long-term effectiveness and
pPermanence refers to the mag-
nitude of residual risk and
maintain reliable protection
of human health and the envi-
ronment over time once clean-
up goals have been met.

- Reduction of toxicity,
mobility, or volume through
treatment is the anticipated
performance the treatment
technologies that wmay Dbe
employed in a remedy.

= Short-tern effectiveness
the remedy achieves protection,
as well as the rexedy's
potential to creats adverse
impacts on human health and the
environment that may result
during the construction and
implementation period.

- Implementability is the
technical and administrative
feasibility of a remedy.

~ Cost includes capital and
operation and maintenance costs.

- State acceptance indicates
whether, based on its review of
the RI/FS and Proposed Plan, the
State concurs with, opposes, or
has no comment on the preferred
alternative.

- Community acceptance will be
assessed in the ROD following
a reviev of the public comments
received on the RI/FS report and
the Proposed Plan. .
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A. Overall Protection of Euman Nealth and the Environment

The preferred alternative, Alternative SC-5, treatment of soils to

remove the volatile organic contaminants, will result in the

elimination of a long-term source of groundwater contamination and
will mitigate the risks to public health and the environment
associated with the presence of those contaminants in the soil on-~

site and with their migration.  The preferred alternative would

effectively mitigate those risks by removing the most mobile wastes
from the soil leaving the treated soil to be landfilled on-site.

Alternatives SC-3 and SC-4 also would mitigate the risks to public
health and the enviromment associated with the 1leaching  of
contaminants into the groundwater and their migration off-site.
Under Alternative SC-1, contaminants would continue to leach from
the so0il into the groundwater and continued off-site migration of
contaminants would occur. Monitoring would. be implemented to
observe contaminant migration, but an indeterminate amount of time
would elapse between detection and the implementation of mitigating
measures.

B. Compliance with ARARs

All technologies proposed for use in Alternatives SC-3 through
SC-5 would be designed and implemented to satisfy all action-
specific regulations including all air emission standards. No
federal or New York State regulations specify cleanup levels for
contaminants in the soil. In terms of achieving target levels for
soils for the purpose of removing potential sources of groundwater
contamination, the preferred alternative, Alternative SC-5, along
with Alternatives SC-3 and SC-4, would be quite effective.

C. long-Term Effectiveness and Permanence

The preferred alternative, Alternative SC-5, would effectively
treat the volatile organic compounds on-site so0il, thus reducing
the hazards posed by in the contaminated soils and permanently
removing the source of groundwater and surface water contamination.
Alternatives SC-3 and SC-4 also would provide a high degree of
effectiveness, since the contaminated soil would be treated or
removed from the site. In contrast, under Alternative scC-1, the
contaminants would be left untreated in the soil and a long-term
monitoring program would be implemented to determine if the
contamination was migrating from the site.

D. Reduction of Toxicity, Mobility and Volunme

The preferred alternative, Alternative sc-§, a'nd Alternatives SC-
3 and SC-4, would result in comparable reductions in the toxicity,
mobility or volume of the treated material.

\\
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Alternative SC-1 would provide no reduction in toxicity, nobiiity :
or volume.

E. ghort-Term Effectiveness

All alternatives, with the exception of the no-action alternative,
include activities such as contaminated soil excavation and
transport that could result in potential exposure of residents to
volatilized contaminants and contaminated dust. However, mitiga-
tive measures to reduce the probability of exposure would be
izplenented. In addition to excavation, Alternative SC-4 includes
off-site transport of contaminated soils. :

-« - Lhe preferred alternative, Alternative SC-5, and Alternative

SC-3 provide treatment on-site, thereby reducing potential risks
to residents along transportation routes. Furthermore, the
preferred alternative, Alternative SC-5, will not result in the
generation of significant quantities of treatment byproducts (stack
exissions, particulates) that would be generated by Alternative SC-
3.

Alternatives SC~3, 8C-4 and SC-5 might result in worker exposure
to volatilized contaminants and dermal contact with contaminated
soils during waste excavation and handling. In addition, Alter-
natives SC-3 and SC-5 might result in additional low-level emis-
sions exposure from the on~site treatment unit. The threat to on-
site workers, however, would be mitigated through the use of pro-
tective equipment by the on-site workers and control of emissions
would be accomplished by emissions treatment. Additionally,
scrubber wastewater produced by Alternatives SC-4 and SC-5 will be
treated on-site or transported off-site for treatment and disposal.

Alternatives SC-3, SC-4 and SC-5 could be implemented in about 3,
2.5 and 2 years, respectively, with actual remediation tinmes of 15,
12 and 9 months, respectively. ‘

F. Implenentability

All of the alternatives would wutilize relatively common
construction equipment and materials. Little construction
difficulty would be encountered with any of the alternatives.

The technologies proposed for use in the alternatives are proven
and reliable in achieving the specified procéss efficiencies and
performance goals. Low temperature thermal extraction, the
preferred alternative, has been successfully pilot tested and has
pexrformed on a full-scale basis with similar organic contaminants.

G. gogt

The present-worth cost of the preferred alternative, Alternative
SC~5, is $2,772,400. The lowest cost alternative is Alternative
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SC-1 at $736,800. The highest cost alternative is Alternative sc-
4 at $17,918,700. Alternative SC-3 has a present worth-cost of

$8,322,800.

The incremental removal of organic contaminants through
incineration (Alternatives SC-3 and SC-4) above the removal that
would be achieved by the preferred alternative, Alternative SC-5,
are minimal compared to the difference in costs between the
incineration options and the preferred alternative..

Table 1 lists all of the costs for the five soil alternatives for
comparison purposes. : :

GROUNDWATER |
A. Overall Protection of Human Health and the Environment

The preferred alternative, Alternative GW-4, would provide the
highest protection to human health and the environment among the
three treatment alternatives; it would remove and treat the organic
contaminants found in groundwater and would prevent their migration
cii-site. The higher degree of protection associated with Alterna-
tive GW-4 in comparison to Alternative GW-6 is due to the higher
certainty for contaminant treatment associated with the air
stripping and carbon adsorption technologies versus the
UV/oxidation treatment technology of Alternative GW-6.

In comparison to Alternative GW-3, Alternative GW-4 offers a higher
degree of protection as a result of the additional carbon
adsorption treatment of the contaminated groundwater following air

stripping.

The limited action alternative would provide protection of the
health of the affected residents. However, it would not ensure
protection of the health of future users of the aquifers and would
not prevent continued migration of contamination.

B. cCompliance with ARARS

The preferred alternative, Alternative GW-4, as well as Alternative
GW-3, would achieve federal and state groundwater quality standards
for the organic contaminants by providing the required contaminant
removal during the treatment stage utilizing air stripping and
carbon adsorption.

The ability of Alternative GW-6 to achieve the groundwater quality
standards for the organic contaminants is of a lower certainty than
the preferred alternative's because of limited experience with the
UV/oxidation treatment process. -

Alternative GW-1 would not comply with state or federal drinking
water standards or criteria or those ARARS required for protection
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of the groundwater resources. Althrnati;e GW-2 would achieve
chemical-specific ARARs for drinking water, but would not achieve
any groundwater quality standards.

C. Iong-Term Effectivensss and Permanence

The preferred alternative, Alternative GW-4, and Alternatives
GW~-3 and GW-6 would effectively reduce the potential risks
associated with the migration of contaminants into the groundwater

by extracting the contaminated grbundwator, treating it to.itnovc
contaminants and returning the treated water to the aquifer.

Alternative GW-1 does not provide treatment but will restrict
usage of contaminated groundwater. Alternative GW-2 provides

a safe permanent water supply to the affected residents but will
not restore the contaminated agquifer for future use. '

D. Reduction in Toxicity, Mobility and Volume

" The preferred alternative, Alternative GW-4, and Alternatives

GW-3 and GW-6 would effectively reduce the toxicity, mobility,
and volume of the organic contaminants in the groundwater.

- Alternative GW~4 would provide the greatest reduction in toxicity

of all alternatives under consideration. Alternative GW-2 would
reduce the toxicity, mobility and volume for the individual water
supplies of the affected residents. Alternative GW-1 would not
reduce the toxicity, mobility and volume of contaminants.

E. ghort-Term Effectiveness

The preferred alternative, Alternative GWw-4, and Alternatives
GW-3 and GW-§ include activities that could result in potential
exposure of residents and workers to volatilized contaminants
during the installation of the groundwater extraction and
reinjection systems. However, mitigative measures to reduce the
probability of exposure would be implemented.

The implementation of Alternatives GW-1 and GW-2 would result in
no additionai risk to the community during implementation.

The preferred alternative, Alternative GW-4, and Alternatives GW-
3 and GW~6 would require a 30 year remediation time. EPA projects

that it would take Alternative GW-2 well in excess of 30 years and

gltcrnativc GW-1 more than a thousand years to achieve the cleanup
evels.

¥. Iaplementability

All components (extraction, treatment and reinjection) of the
preferred alternative, Alternative GW-4, as well as of Alternative
GW-3 utilize relatively common construction equipment and materials
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and could be easily implemented. In addition, the air stripping
and carbon adsorption technologies that comprise the treatment are
proven and reliable in achieving the specified performance goals
and are readily available.

In contrast, the treatment technology for Alternative GW-6 (UV/

oxidation), although successful in pilot runs, has had limited full
scale use to date. Therefore, site-specific pilot scale studies
would be required to confirm its adequacy for the American
Thermostat site. In addition, UV/oxidation is currently available

.rom only two sources nationwide.

All components of Alternatives GW-1 and GW-2 would be easily
implemented.

G. gost

The present worth cost of the preferred alternative, Alternative
GW~-4, is $23,044,900. The lowvest cost alternative is Alternative
GW-1 at $757,000. The present worth cost for GW-2 is $8,911,300.

For Alternatives GW-3 and GW-6 the present worth cost is
$18,821,900 and $21,845,200 respectively.

The costs of the alternatives and their overall effectiveness were
compared to determine whether the costs were proportional to the
effectiveness achieved. The additional treatment provided by the
carbon adsorption system, within the context of consideration of
the other factors discussed above, was deemed to justify the
increased costs that would be incurred under the preferred
alternative above the costs of other alternatives.

Table 1 iists all of the costs for the six groundwater alternatives
for comparison purposes.

BUILDING DECONTAMINATION
A. Overall Protection of Human Health and the Environment

Under the preferred alternative, Alternative BD-2, all hazardous
materials would be removed from the building. Therefore, the
preferred alternative would be fully protective of public health
and the environment.

Under Alternative BD-1, hazardous materials would be left in the
building. Human health and the environment would remain protected
as long as building security could be effectively enforced and
building integrity maintained.

B. cCompliance with ARARS

Alternative BD-2 would comply with the relevant action-specific
ARARS. No chemical-specific ARARs exist for building contami-
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nation. By definition, no action-specitic ARARS apply to thc "no-
action" alternative.

C. Leng-ternm Effectiveness and Permanence

The preferred alternative, Alternative BD-2, would remove all
hazardous materials from the building for either off-site disposal
or on-site treatment and disposal so that long-term exposure risks
from the building are eliminated. Alternative BD-1 would only
maintain the building in its present condition so that hazardous
materials would remain in the building. Public protoction would
rely on maintaining building security.

'D. Reduction in Toxicity. Nobility and Volume

Alternative BD-1 provides no reduction in toxicity. mobility or
volume of the contaminants. Alternative BD-2 provides for complete
reduction in toxicity, mobility and volume since all contaminated
material would be removed from the building.

E. Short-tern Effectivenass

Since the preferred alternative, Alternative BD-2, involves removal
and transport of the contaminants from the building, there are some
public exposure risks as weall as environmental impacts from
potential waste spills resulting from a possible transport accident
during remedial activities. Implementation of Alternative BD-1
should result in no additional risks to the community or the
environment as long as building security and integrity can be
maintained.

¥. Implementability

Both alternatives are readily implementable. Methods and services
for building decontamination under Alternative BD~2 are technically
feasible and readily available. Alternative BD-1 would regquire
institutional management of the long-term building maintenance
program, whereas Alternative BD-2 does not require any long-term
management. "

G. gCost

The present worth costs for Alternatives BD-1 and BD-2 are $4,600
and $284,900 respectively (see table 1).

gtate Acceptance

NYSDEC concurs -with the prcfcrrcd soil, groundwatcz and building
decontanination alternatives.
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copaunity Acceptance

Community acceptance of the preferred alternatives will be assessed
in the ROD following a review of the public comments received on
the RI/FS report and the Proposed Plan. .

A

CONCLUSION

EPA believes that the preferred alternatives described above are .

fully protective of human health and the environment, meet all the
ARARS, offer the Dbest balance among the evaluation criteria
discussed above and satisfy the statutory preference for treatment
as a principal element in remedy selection.

COMMUNITY ROLE IN SELECTION PROCESS

EPA and NYSDEC rely on public input to ensure that the concerns of
the community are considered in selecting an effective renmedy for
each Superfund site. :

To this end, the RI/FS report has been distributed to the public
for a comment period which concludes on June 111, 1990. The
Proposed Plan is being provided as a supplement to this report and
to inform the public of EPA's and NYSDEC's preferred remedy.
Public meeting will be held during the comment period at the Town
of Catskill Offices, Catskill, New York on May 23, 1990 at 7:30
p.m., to allow EPA to present the conclusions of the RI/FS, to
further elaborate on the reasons for recommending the preferred
remedy and to receive public comments. Written and verbal comments
will be documented in the Responsiveness Summary section of the
subsequent ROD, the document which formalizes the selection of the

remedy.
All written comments should be addressed to:

Christos D. Tsiamis
Project Manager
U.S. Envirommental Protection
Agency
26 Federal Plaza, Room 29-102
New York, N.Y. 10278

It is important to note that the remedy described above is the
preferred remedy for the site. The ginal selection will be
documented in the ROD only after consideration of all comments on
each of the remedial alternatives addressed in the Proposed Plan
and the RI/FS report.
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TABLE 1

COST ESTIMATE SUMMARY OF ALTERNATIVES

8O1L , .
Capital Total Present Worth
Alternative _ Cost Annual O & M 5% Discount Rate
8C~-1 -~ No Action $ 26,500 $ 44,400 $ 736,800
SC=3 - On-Site Incineration $ 8,322,800 0 $ 8,322,800
SC-4 - O0ff-Site Incineration $17,918,700 0 $17,918,700
SC-5 - Low Temperature $ 2,772,400 0 $ 2,772,400
Enhanced Volatilization
GROUNDWATER ALTERNATIVES
GW-1 -~ No Action $ 22,100 $ 46,000 S 757,000
GW-3 ~ Air Stripping $ 2,635,200 $1,053,000 $18,821,900
GW~-4 - Air stripping/ $ 2,995,200 $1,304,300 $23,044,900
Carbon Adsorption
GW-6 ~ UV Oxidation . $ 3,263,500 $1,208,800 $21,845,200
B N_ALT
BD-1 - No Action 0 $ 300 S 4,600
- BD-2 - Decontamination $ 284,900 $ o $ 284,900
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APPENDIX B
SIGN-IN SHEETS FROM THE PUBLIC MEETING

TOWN OF CATSKILL OFFICES
CATSKILL, NEW YORK

MAY 23, 1990
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APPENDIX C

INFORMATION REPOSITORIES FOR THE
AMERICAN THERMOSTAT SUPERFUND SITE



EPA has established information repositories for the American
Thermostat Superfund site. The locations of these informaation

repositories are listed below:

1.

Town of Catskill Offices
439 Main Street
Catskill, New York 12414

Vvillage of Catskill otticcs
422 Main Streest
Catskill, New York 12(14

Cairo Town Hall
Main Street
Cairo, New York 12413

Naw York State Department of Environmental Conservation

50 Wolf Road
Albany, New York 12233

U.S. Environmental Protection Agency
Emergency and Remedial Response

26 Federal Plaza, Room 29-102

New York, New York 10278

-



